Interactive Art Display Final Product

The Interactive Art Design overall integrated system is pictured below.
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« Easil fits (or retrofis) almost any mounting stuation

« Exceptional optical performance, comparable to larger mini-style”
or barrel sensors

« 10 t0 30V dc operation, with complementary (SPDT) NPN or PNP
outputs, depending on model

« Models available with or without 18 mm threaded "nose"

« Al models less than 1 millisecond output response for excellent
sensing repeatabilty

« Multiple wiring options incluing Pico-style and Euro-style
quick-disconnect compativity




The lines in the diagram represent wired connections. The arrows represent the direction of information, i.e. input to the control unit or output to the control unit.

The actual final design only uses one type of input sensor at a time. The three sensors chosen for the final design were the NaPiOn Panasonic Infrared Motion spot sensor, the ZOFLEX Pressure mat sensor and the Banner World-Beam QS18 Laser sensor. The sensor, when triggered, sends a signal to the control unit, which in turn sends a signal to a projector and speakers to play a specified video/audio file. This file is specified through the Local Area Network software on the client’s removable laptop.
Features

The following are features of this design: 
· Interchangeable sensors: motion, pressure and laser

· Removable laptop is used to send new video/audio files to control unit

Applications

· Art Gallery Interactive Art Display

· Museum Art Display Information Guide

· College of Engineering and Natural Sciences Information Display

· Directory Assistance

· Automated Receptionist

· the possibilities are endless…..
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Plus US-132
Ultra Lightweight DLP Projector
Brightness: 2000 Lumens

Resolution: 1024x768
Weight: 4.4 lbs

Caloulate Shipping Cost.

Price: $1,850.00
Item #: US132
Warranty: 3 years

—

add to cart

Replacement Lamps & Related
Products:

SCREEN - Da-Lite Presenter

Plus US-132LAMP

Chief UPA-1003 Projector Ceiling
Mount

10' S-viden Cable

10 fe. VGA Monitor/Prajector Cable
50 ft. VGA Monitar/Projector Cable
50' 5-video Cable

10' RCAViden Cable
S0 RCA Videa Cable
S0 RGB Video Cable
75' RGB Video Cable
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