




Metal 3D Printer


Sichao Jiang: Budget Lieson, Website Design
Erik Leon: Equipment Guides Lead, Partition Design Lead
Riley Shepard: Project Manager, CAD Lead, Testing Manager, Fundraising Organizer


Fall 2025-Spring 2026

[image: ]

Project Sponsor: Mechanical Engineering Department: Dr. Ciocanel and the Idea Lab
Faculty Advisor: Dr. Constantine “Conel” Ciocanel
Sponsor Mentor: Mike Downey- Honeywell, Justin Sokel- W.L. Gore
Instructor: David Willy
[bookmark: _Toc472068874][bookmark: _Toc484366956][bookmark: _Toc19096636][bookmark: _Toc146875019]DISCLAIMER
This report was prepared by students as part of a university course requirement.  While considerable effort has been put into the project, it is not the work of licensed engineers and has not undergone the extensive verification that is common in the profession.  The information, data, conclusions, and content of this report should not be relied on or utilized without thorough, independent testing and verification.  University faculty members may have been associated with this project as advisors, sponsors, or course instructors, but as such they are not responsible for the accuracy of results or conclusions.



EXECUTIVE SUMMARY

The purpose of this project is to complete the final commissioning and validation of a DMLS (direct metal laser sintering) 3D printer donated by Honeywell for use in NAU’s IDEA Lab. The team will complete the commissioning tasks that the previous capstone team did not complete including the creation of quick-start, operational, and safety guides for the printer’s operation. The project relies on the team’s ability to provide all information for operation so that references are available after the completion of the project. Knowledge and operational processes can be passed to the manager of the Idea Lab to use for jobs within the university. This includes the use of equipment for peripheral tasks utilizing a material sieve for reclaiming powder and wet separator for cleaning. The team will be selecting suitable materials for work within the lab and validating the printer’s function by completing a series of tensile tests comparing printed specimens with traditionally manufactured specimens of the same material. The team is expected to print 3-4 different materials and complete a “full characterization” of the material properties.
The team will complete individual design projects that use topology optimization to demonstrate the capabilities of metal additive manufacturing. The design projects are defined by the ability to showcase the additively manufactured and topologically optimized part in a final assembly. The selected assemblies should have an engineering application and provide a clear view of the swapped component. The topology optimizations are likely to be completed using nTop software, and the generated geometries will be analyzed before printing.

The team has also been tasked with designing and building a partition to contain all metal additive
manufacturing materials and equipment. This includes determining the layout of the partition and
designing the structure using the 80/20 native builder. This will allow the team to streamline the ordering
process by compiling all parts in the assembly into a parts order for 80/20. The filters and fans will be
selected to align with necessary safety requirements and be capable of inducing a negative pressure to
[bookmark: _Int_UHbNqXhO]prevent metal powder from leaving the space. After receiving all materials, the team will assemble and
[bookmark: _Int_W2j2jYEq]install the partition into the Ideal Lab and validate its ability to keep hazardous materials contained. 

This report includes the team’s work to date in completing the printer commissioning, individual design projects, and Idea Lab partition. The customer and engineering requirements are listed with explanation to outline the requirements of the partition and each team member’s individual design. Using these requirements, a house of quality was created for each section, relating the engineering and customer requirements. The benchmarking was completed for each members’ project, looking at work completed in topology optimization to reference as state-of-the-art methods. These benchmarks will be used to compare with the topology optimizations completed by the team. A literature review was completed to gather resources that will help inform the team throughout the project. These sources include textbooks, standards, journal publications, websites, tutorials, and operation manuals. Each team member completed mathematical modeling and engineering analyses for their individual design projects to understand the loads associated with the component and complete finite element analyses to later parameterize the topology optimizations. A function decomposition was completed for the printer, and concept generations, evaluations, and selections were completed for all design projects and the room partition. The criteria and justification are provided to understand the final decision. The report also includes the printer commissioning completed thus far to document completion of commissioning related tasks.
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Figure 1: Team Photo (Printer in IDEA Lab)
BACKGROUND
This project’s background is separated into three parts: project description, deliverables, and metrics for success. The purpose of this section is to provide a list of goals the team must meet to ensure the project is successful in everything it sets out to accomplish. 

[bookmark: _Toc211885631][bookmark: _Toc215046306]Project Description
At its conception, this project was divided into three parts: commissioning, designing, and servicing. 
NAU received the MLab Cusing R last year as a donation from Honeywell, but the printer itself was not in perfect condition. Last year’s capstone team worked to commission the printer, and over the summer someone from the University of Arizona came to fix the printer’s bed-leveling issue. This year, our team was tasked with finding the password for the powder-sieving unit, as well as producing QuickStart guides so that future students and Idea Lab managers can use the printer with ease. As the project developed, our sponsor, Dr. Ciocanel, asked us to also design a safe room using the website 80/20. This safe room needs to be completely sealed off to the rest of the Idea Lab, as well as have fan filters and an induced negative pressure to minimize the spread of metal powder dust. 
The second portion of this project is designing and printing our own parts. Once the printer and its complimentary machines are in working order, each team member is to choose a component and perform a topology optimization on it. Afterward, the printer will be used to manufacture the optimized part and ideally replace the original object in its assembly.
Once the team is comfortable with the topology optimization and printing process, the final objective in the project is to service other capstone teams. This will be done by having each team member be given information by another team (e.g. part file, load case, part purpose, etc.) and reiterating the design portion of the project using this new part. 
The budget for the project is not set in stone and has undergone a lot of change throughout the project thus far. Originally the projected budget was around $1000, covering expenses for safety equipment and materials for printing. After the addition of the safe room to the commissioning project, the estimated budget is approximately $6300. The team’s fundraising will be done through GoFundMe, as well as covering expenses for the individual design projects and any traveling done throughout the course of the project (i.e. trips to Honeywell in Phoenix for annealing). The team’s current budget and bill of materials are included in Appendix A.
[image: ]
Figure 2: Mlab Cusing R and Glovebox

[bookmark: _Toc211885632][bookmark: _Toc215046307]Deliverables
Several deliverables are expected for the course, the team’s sponsor, and the project as a whole:
Course:
Team Charter: This document outlines the expectations of the team in terms of deliverables and tasks to complete throughout the capstone project. The document includes the roles of each team member and their individual responsibilities to ensure the success of the project. The team made a list of rules and procedures for resolving potential conflicts. Each team member signed the document to acknowledge and abide by the expectations expressed in the charter.
Presentations: Two presentations are included in the first semester of the Capstone project.
Website: The website will function as a point of access for anyone to read about our capstone journey. It will have all of the significant documents, photos from the project, and any relevant information pertaining to the printer and project as a whole. 
Prototypes: There are two prototypes required for the course this semester. The first prototype batch will be a meshed sphere to demonstrate the printer’s ability to print complex shapes as well as a sample specimen of the dog bones being printed for tensile testing. The second prototype batch has yet to be determined. 
Final Report: The final report will be a document describing the project process throughout the entirety of the semester. It will include all final designs, prototypes, and any commissioning completed by then.
Bill of Materials: A bill of materials will be produced, encompassing any and everything bought for the completion of the project. It will include product names, suppliers, amounts, and costs.

Sponsor:
QuickStart Guide: A comprehensive guide to using the metal printer, powder sieve unit, and the wet separator. Includes safety information, step-by-step instructions on operation, and solutions for troubleshooting any malfunctions.
Tensile Tests: Using a variety of materials, the team is to print dog bones and tensile test them. The results will be reviewed along with existing data to determine the properties of the additively manufactured parts compared to parts made using subtractive manufacturing.
Safe Room: Due to the dangers posed by the metal powders, a safe room will be constructed around the machines that deal with the powder in any way. Filter fans will be used to induce negative pressure and minimize the spread of metal powder dust to the rest of the IdeaLab.

Project:
Topology Optimized Designs: Each team member will design a topology optimized part, print it, and replace the original part with the newly printed one.
Topology Optimized Service: Each team member will topologically optimize a part from a different capstone team, print it, and provide a fatigue analysis of the produced part. 

[bookmark: _Toc211885633][bookmark: _Toc215046308]Success Metrics
For the project to be a success, the team must have the metal printer, sieve unit, and wet separator operational. This includes the machines being functional but also teaching the current IdeaLab manager how to operate them when the team is no longer around. The team will also fully construct a safe room before the academic year is over. Regarding the design and service portions of the project, these will be deemed a success if the manufactured parts can replace the original in their assembly and still function. Moreso with the service, it will be a success as long as the team being service is satisfied with the optimized part they are provided with.

[bookmark: _Toc211885634][bookmark: _Toc215046309]REQUIREMENTS
This section includes the requirements for the team’s main commissioning efforts and each member’s individual design projects. The requirements are separated into both customer and engineering requirements to encompass the needs of the project to determine potential design paths. The customer and engineering requirements are compiled into a house of quality and scored to determine the design methodology early on into the design process. 
[bookmark: _Toc472068887][bookmark: _Toc484366969][bookmark: _Toc211885635][bookmark: _Toc215046310]Customer Requirements (CRs)
[bookmark: _Toc211885636][bookmark: _Toc215046311]Printer Commissioning
For commissioning overall, the customer requirements were rather simple: have the printer, wet separator, and sieve unit operational, and build a suitable safe room to protect other students in the IdeaLab.
The requirement for the printer is for it to be able to print in a variety of materials, and for the resulting parts to have similar properties to parts of the same material produced through subtractive manufacturing.
With the wet separator and sieve unit, the requirement is to have them both fully operational without need for outside instruction from the team. 
The safe room is expected to contain all the metal printing adjacent machines, as well as induce and maintain a negative pressure within the enclosure.

[bookmark: _Toc211885637][bookmark: _Toc215046312]RC Excavator Arm Customer Requirements
To establish the customer requirements for the RC excavator arm, the use case of the part was heavily considered. The intention of optimizing the arm is to produce a part that can replace the original in the assembly. As such, the following requirements were created:
Safe for Use: The part must be safe for anyone to touch or use. There should be minimal sharp edges and absolutely no risk of the part breaking while being used. 
Lightweight: The initial part is made of plastic, and the entire assembly only operates if the weight of the arm does not tip over the cab. Therefore, the resulting part after topology optimization must be as light if not lighter than the original.
Durable: The proposed use of the RC excavator is to take to schools to demonstrate NAU’s additive manufacturing capabilities. With travel in mind, the stick needs to be able to survive traveling and any sort of accident that may occur.
Functionality: Since the printed part will be replacing the original in its assembly, functionality must be ensured and maintained. The RC excavator should function as well with the new part as it did with the original.

[bookmark: _Toc211885638][bookmark: _Toc215046313]Steering Knuckle Customer Requirements
The customer requirements for the RC car steering knuckle are defined based on the performance expectations of competitive RC racing, compatibility with existing chassis systems, and durability during high-stress steering maneuvers. These requirements reflect the needs of end users, including hobbyists, competitive racers, and testing engineers. Each requirement focuses on ensuring reliable, lightweight, and precise steering performance.
The first customer requirement is high structural strength and durability. The steering knuckle must withstand repeated steering loads and impacts during racing without cracking or significant deformation. Users expect the part to last for the entire racing season without frequent replacements. This aligns with the demand for reduced maintenance and increased reliability.
The second customer requirement is lightweight construction. Racers prefer lighter components to improve acceleration, cornering, and handling response. A lightweight steering knuckle reduces unstrung mass, allowing for more responsive suspension performance and faster lap times.
The third customer requirement is high-dimensional accuracy and tight tolerance fit. Since the steering knuckle connects critical components—such as the control arm, hub carrier, and wheel axle—it must align precisely to ensure stable steering geometry. Any misalignment can cause steering wobbles, uneven tire wear, or unpredictable vehicle behavior.
The fourth customer requirement is compatibility with existing chassis and upgrade parts. The design must match the standard mounting points of the Slash 2WD platform so that users can easily install the new part without major modifications.
The fifth customer requirement is cost-effectiveness and manufacturability. Customers expect the upgraded steering knuckle to be affordable compared to CNC-machined or imported racing components. Additive manufacturing allows for lower tooling cost and faster lead time, enabling the team to offer the product at a competitive price.
The final customer requirement is aesthetic quality and branding potential. RC enthusiasts often value the visual appeal of upgraded parts. A clean surface finish and optional engraved branding increase the perceived value and desirability of the product.

[bookmark: _Toc211885639][bookmark: _Toc215046314]Hip Exoskeleton Abduction Bracket Customer Requirements
The following customer requirements were collected to ensure that the topologically optimized designs meet the needs of the device. The requirements were gathered based on the current design and manufacturing method of the bracket and the capabilities offered by additive manufacturing. There are 5 key requirements: lightweight, durable, cost of manufacturing, and stable in use. 
The customer's need for a lightweight design is motivated by the advantages of a lighter-weight system. A common requirement for wearable robotics is the need for lightweight systems. This reduced the additional cost of transportation inflicted on the user needing to carry the weight of the device. The current bracket design is thick and square milled aluminum, offering great potential for weight reduction. The current bracket weighs roughly 50 grams for the two separate parts, with a goal of providing a final mass lower than the current assembly. 
The durability of the additively manufactured bracket is imperative for safe use. The device is rigorously tested with many loading cycles and control strategies. This requires the new bracket to be at a minimum as durable as the current design. The current design has not been tested until failure, but analyses will be completed to compare the structural integrity of the current and new designs. Durability in this context is safe and reliable operation under standard and increased loading states for a minimum of a million cycles. 
The cost of manufacturing is considered based on the potential time and monetary savings by utilizing additive manufacturing. The current design requires a shop to manufacture the part using subtractive manufacturing. This takes a minimum of two weeks and costs about $1000 for a pair of brackets. The costs will be compared based on the cost of metal powder and time to build and post process the part. The goal of the project is to reduce both the cost of manufacturing and lead time to provide mechanical parts faster and at a cost reduction.
[bookmark: _Toc472068888][bookmark: _Toc484366970]The stable in use requirement ensures that the new design will not fail under exoskeleton use. The load cases were determined based on the motor’s maximum loads and part geometries. Stability under use is defined as the ability for the part to function effectively under maximum stress conditions. This is an important requirement for the functionality of the hip exoskeleton to provide the user with safe and reliable operation. The distinction between this section and durability lies in the requirement of incorporating fatigue analysis on the new design where this requirement is incorporated as parameters in the topology optimization. 
[bookmark: _Toc211885640][bookmark: _Toc215046315]Engineering Requirements (ERs)
[bookmark: _Toc211885641][bookmark: _Toc215046316][bookmark: _Toc472068889][bookmark: _Toc484366971]Safe Room Engineering Requirements
For the safe room, the measurable requirements were cost, an induced negative pressure, and the ease of construction.
Using the clean room capstone team’s design for reference, they came up with a cost of $3300 for a room of about 100sqft at 8ft tall. The safe room for this project is closer to 150sqft, and keeping consistent with the prior team our cost should be approximately $5000. 
The purpose of the safe room is to keep metal powder dust and trace inside without exposing the rest of the Idea Lab to it. To ensure this is the case, negative pressure must be kept within the room, especially during machine operation. 
With how big this project has become, the team is becoming increasingly pressed for time. As such, the ease of construction of a safe room is also heavily considered. This will be measured by total piece count as well as whether or not overly complicated geometries exist within the design.
[bookmark: _Toc211885642][bookmark: _Toc215046317]RC Excavator Arm Engineering Requirements
Having established the customer requirements, the following engineering requirements were made to meet them: suitable fit, weight, maximum load, smooth finish, and range of motion.
· Suitable Fit: With the goal of replacing the original part in the assembly, the produced optimized part should fit exactly where the original was without issue. This includes connecting to the boom as well as to the bucket and all associated pins and screws.
· Weight: Since a plastic part is being replaced by a metal one, it is important to maintain the same weight if not reduce it. The goal is to have the printed part be the same weight as the plastic one or have a weight reduction of 10-20%.
· Maximum Load: Using an estimation of the excavator bucket being full of sand and the arm being fully extended, a maximum torque of 6.137x10^-4 Nm and a moment (based at cab) of ~0.002kgm/s were found. The optimized excavator stick should be able to handle and contribute to these loads without any sort of deformation. 
· Smooth Finish: The RC excavator being optimized is made from polypropylene, which has a surface roughness of 6.3μm. Ideally the printed part will have the same surface finish, but otherwise not having dangerously sharp edges and corners will be acceptable.
· Range of Motion: As the optimization is attempting to improve the initial part, one way of doing so is to increase the range of motion. This entails making the stick longer in the optimized print by 10%, or at the very least not reducing the size of it.  
[bookmark: _Toc211885643][bookmark: _Toc215046318]RC Car Steering Knuckle Engineering Requirements
This section presents engineering requirements that directly reflect customer needs, specifying measurable goals to ensure the final design is both functional and effective. The engineering requirements for the RC car steering knuckle must meet the performance targets of durability, lightweight construction, and precise dimensional tolerances, while also being cost-effective and manufacturable. The following engineering requirements are based on the known design parameters and loading conditions of the Slash 2WD platform:
· Weight reduction of at least 20% compared to the stock aluminum steering knuckle
· A lifetime of a minimum of 500,000 steering cycles without structural failure
· Manufacturing cost below $50 per unit
· Lead time less than 2 weeks per batch
· Structural stability under lateral steering load of 80 N and vertical bump load of 120 N
The engineering requirement of weight reduction is established to improve the dynamic response of the suspension system. Reducing unsprung mass by 20% significantly improves cornering performance and vehicle agility. Based on the materials available for additive manufacturing, the weight reduction is constrained by the density and minimum wall thickness of the printed part. This requirement ensures that the new steering knuckle provides a performance advantage over both OEM plastic and CNC aluminum components.
The component lifetime requirement ensures that the steering knuckle remains structurally sound throughout the operational life of the RC vehicle. The component must withstand repeated steering loads from high-speed cornering and jumps without developing cracks or permanent deformation. The minimum cycle life of 500,000 steering cycles simulates long-term racing use and aligns with customer expectations for durability and reduced maintenance.
Manufacturing cost and lead time are also critical requirements. Using additive manufacturing provides advantages over conventional machining by reducing material waste and eliminating the need for expensive tooling. The total cost of the additively manufactured steering knuckle includes material, machine operation, and minimal post-processing. Producing the part locally significantly shortens lead time compared to outsourced machining and provides flexibility for rapid design iteration.
Finally, the induced lateral and vertical loads on the steering knuckle are used to define the boundary conditions for finite element analysis. Based on the wheel geometry and steering lever arm, the lateral load during cornering is expected to reach 80 N, while the vertical impact load during jumps can reach 120 N. These forces, combined with an appropriate safety factor, will be used to verify that the final design meets strength and stiffness requirements.

[bookmark: _Toc211885644][bookmark: _Toc215046319]Hip Exoskeleton Abduction Bracket Engineering Requirements
The engineering requirements outlined in this section relate to meeting the requirements outlined by the customer. These requirements have associated measurable metrics which need to be met to have an effective design. The engineering requirements for the hip exoskeleton connect the needs of the device with comparable values to allow for safety factors to be provided based on the design. The following engineering requirements were defined based on the known parameters of the current design and loading conditions: weight reduction of 15% lifetime of a minimum of a million cycles, manufacturing cost below $1000 for a pair, lead time less than 2 weeks, and stable under the calculated axial load and bending moment induced my motor rotation.
The engineering requirement of a 15% weight reduction is established based on the size of the model and potential for weight reduction of the design. Based on the materials the team can print in, the weight reduction is constrained by the increased material density and focus of high cycle operation. The thickness of generated members needs to accommodate the loading pattern and number of cycles, making lightweighting challenging. The goal of 15% weight reduction ensures that the new design is an improvement upon the conventionally manufactured design. 
The component lifetime requirement is important to ensure that the part will be functional throughout the life of the device/design iteration. The hip exoskeletons undergo extended testing and use in data collections, which requires that the new design holds up under long use. The parts designed for these devices are expected to be used for the lifetime of the device or until a new device design is developed. 
The manufacturing costs and lead times are areas where additive manufacturing offers advantages over conventional manufacturing techniques like milling. The cost of an additively manufactured part includes the cost of materials, machine operation, and post processing. This can reduce the time it takes to make a finished part improving the ability to create complex and challenging to manufacture geometries. The ability for the team to print metal parts at NAU reduces the time it takes to get the parts on the end user, reducing lead times and eliminating the need for outsourcing manufacturing to companies that operate in another country, requiring time for shipping. 
[bookmark: _Toc472068891][bookmark: _Toc484366973][bookmark: _Toc472068898][bookmark: _Toc484366980]The induced axial load and bending moments caused by the device were calculated to determine the loading paths and parameters for finite element analysis. The motor will only provide a maximum of 10Nm when in use. Based on the radial distance to the bracket, the applied forces are comparatively low. The current design has been tested using nylon 3D printing but was not rigid enough to function for any longer than a short period of time walking. The axial load and bending moment were found to be 0.72N and 0.0031Nm respectively. 
[bookmark: _Toc211885645][bookmark: _Toc215046320]House of Quality (HoQ)
[bookmark: _Toc211885646][bookmark: _Toc215046321]Excavator Arm House of Quality
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[bookmark: _Toc211885649][bookmark: _Toc215046324]Research Within Your Design Space
[bookmark: _Toc211885650][bookmark: _Toc215046325]Benchmarking
[bookmark: _Toc211885651][bookmark: _Toc215046326]RC Excavator Arm Topology Optimization Benchmarking
Optimizing an RC excavator arm means there are no direct benchmarks to compare it to. However, the shape of the stick is not unique, so the benchmarking was done based on topology optimizations done on parts like it. 
The first optimization used was density based and provided by nTop. The RC excavator functions with a specific weight and load maximum in mind. The chances of an arm piece snapping are far lower than the chances of the cab tipping over due to an excessive load on the arm. With the goal of reducing the weight of the printed part, or at least maintaining its functionality, reducing the density would help meet the criteria. 
[image: ]Figure 3: Density Based Optimization [8]

[image: ]The next optimization considered was static load based, provided by ANSYS. This benchmark provides an example of what static load optimization looks like. With the very minimal forces expected to act on the excavator stick, it is expected for the optimized part to be very thin. However, as seen in Figure 3, static load optimization may prevent the excavator from functioning based purely on its shape.
Figure 4: Static Load Based Optimization [22]
The final benchmark considered is a fatigue analysis on a mounting bracket, also provided by ANSYS. As the RC excavator is a toy that will be used at school demonstrations, prolonged use must be considered. The metal used to print may be stronger than plastic, but it is still susceptible to fatigue. The example shown in ANSYS’s fatigue analysis is like the excavator stick in shape, as well as in load location.
[image: ]The small amount of bending seen in Figure 4 is the deformation that is expected in the excavator after prolonged use.
[bookmark: _Toc211885652][bookmark: _Toc211885653]Figure 5: Fatigue Analysis Example [22]

[bookmark: _Toc215046327]Steering Knuckle Topology Optimization Benchmarking
To support the design process, benchmarking was performed by analyzing current RC car steering knuckle configurations and assessing their performance relative to the proposed topology-optimized concept. The primary objective of this benchmarking is to evaluate current state-of-the-art aftermarket and OEM knuckles to understand their structural performance, weight, cost, and manufacturability. This provides a foundation for determining how the team’s topology optimization and additive manufacturing approach can offer measurable improvements in strength-to-weight ratio and durability.
The first design benchmarked is an OEM plastic steering knuckle that comes standard with the Slash 2WD platform. This reference is crucial for establishing baseline mechanical performance. The stock knuckle is injection molded, lightweight, and inexpensive, but it suffers from low stiffness and is prone to deformation and cracking under high steering loads. The results from this reference are used to define the minimum performance targets for the new design, especially in terms of allowable deformation and failure load.
The second benchmarking reference is a CNC-machined aluminum aftermarket steering knuckle designed for competitive racing. This part is manufactured from 6061-T6 aluminum, providing significantly higher strength and rigidity compared to the OEM part. However, its weight is almost double that of the stock knuckle, which increases the unsprung mass and affects handling response. This trade-off between strength and weight is a key factor that the topology optimization will aim to address.
The third reference is a commercially available 3D-printed nylon composite knuckle. This design offers improved weight reduction over aluminum and is relatively easy to produce with short lead times. However, its fatigue performance is lower than that of metal, and dimensional tolerance is less precise, which may lead to alignment issues during high-speed cornering. The results from this benchmark are important for evaluating the manufacturability and precision of additive manufacturing methods.
For the proposed design, topology optimization using ANSYS and nTop Platform will be applied to maximize stiffness while minimizing weight, targeting a 20–30% reduction in mass compared to the aluminum version while maintaining or exceeding its strength. Finite Element Analysis will be performed under steering load conditions, including lateral cornering forces and vertical bump forces. Benchmark results will be compared using deformation plots, stress distribution, and factor-of-safety analysis.
This benchmarking provides a structured way to evaluate how the optimized metal-printed knuckle design improves on existing solutions by combining the light weight of plastic, the strength of aluminum, and the design flexibility of additive manufacturing.
[bookmark: _Toc211885654][bookmark: _Toc215046328]Hip Exoskeleton Bracket Topology Optimization Benchmarking
Due to the nature of this project, benchmarking was completed by gathering other designs to reference and compare with the results of the topology optimization for the hip abduction bracket. The selected designs focused on reporting the outcomes of using ANSYS to complete a topology optimization on parts with loading and boundary conditions. The team can complete their topology optimization in several different software packages, but ANSYS has the widest breadth of applications and documentation. The new hip abduction bracket design will utilize both ANSYS and nTop to generate topologically optimized designs for the given loading cases. The focus of this benchmarking is to look at some state-of-the-art methods for conducting topology optimizations. 
The first design to benchmark with the proposed hip exoskeleton bracket comes from a publication that explores topology optimization of an aerospace bracket [R1]. The methodology of this numerical and experimental investigation utilizes ANSYS static loading analysis, topology optimization, and optimization for additive manufacturing to complete the final design. This resource is relevant to this project because it provides information on the methods of topology optimization in ANSYS. The design can be used to compare the proposed hip bracket design based on the finite element plots and comparing the material reduction. This paper uses the density method for topology optimization, the method the team is planning on using based on its availability and resources. 
[image: Applsci 13 13218 g010]
Figure 6: Topology Optimization of Aerospace Bracket Results [1]
The second benchmarking reference is a fatigue-based topology optimization for an aircraft torque link using ANSYS software [2]. The torque link is specifically adjusted for additive manufacturing which directly applies to the team’s deliverable of completing a topologically designed part to showcase in a final assembly. The paper reports on the fatigue analysis for the specific component of aircraft landing gear and looks more specifically at crack propagation. The finite element models were manipulated and optimized based on the loading criteria for fatigue analysis. The paper also discusses the use of numerical simulation to inform additive manufacturing decisions, offering some additional insight to printing parts on an LPBF (laser powder bed fusion) system, which is very similar to the Concept Laser MLab Cusing 100R 3D printer that the team will be using to manufacture parts. As the fatigue life of any given component is important to the functionality of a high cycle system, completing the fatigue life analysis of the new hip bracket design is imperative to prove the design’s reliability. This resource will be beneficial for comparing the results of the hip bracket fatigue analysis and informed topology optimization. 
[image: A multicolored mechanical parts
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Figure 7: Deformation Comparison of the Optimized Aircraft Torque Link [2]
The final reference to be used for benchmarking the new design for the hip bracket is nTop software. NTop is a software package considered to be a leader in topology optimization and additive manufacturing software recommended by the team’s industry contact Justin Sokel. This software offers a more efficient workflow for completing FEAs and using the results to parameterize the topology optimization process. NTop also has several tutorials for completing FEAs and topology optimizations, which will be a great reference for using the software effectively to obtain accurate results. The FEA results collected from NTop will be compared to the FEA results of ANSYS analyses. NTop with be helpful in comparing the topology optimization results of ANSYS software as another check to ensure the results are reliable. If the final model produced by ANSYS needs additional smoothing and post-processing, NTop will be a powerful platform for completing additional improvements for the team’s additive manufacturing process.
[image: A close-up of a computer generated image
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Figure 8: nTop Topology Optimization Post-Processing and Back CAD Tutorial [3]
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[4] Mlab cusing R: Translation of Operating Manual
This resource comes from the physical manual provided with the metal 3D printer. It includes all necessary information such as hazards, safety requirements, and a step-by-step guide on how to operate and clean the printer. It also provides specific parameters to operate the printer depending on the material, as well as a standard list of materials that are compatible with the printer.
[5] Instruction Manual: Wet Separator
Also provided in the physical manual is the information on how to use the wet separator. Although the model in the IdeaLab is newer, this manual still proves useful in its operation. It includes basic operation instructions, safety information, and instructions on how and how often to clean it.
[6] Mlab cusing: Concept Laser Software 
The final major resource from the physical manual is software information. This provides information on the different applications installed on the printer and which ones are needed to print. There is also a brief troubleshooting section for any issues that may occur during the print.
[7] QM Powder: Automatic Sieving Station Operation Manual
The sieve station section of the physical manual is for a completely different unit. As such, the team found an online manual for the model in the IdeaLab. That manual provides instruction for operation, cleaning, and maintenance. 
[8] nTop: How to Get the Most Out of Topology Optimization
nTop as a whole is software used to create 3D models of parts as well as optimize them for slicing and therefore printing. The website is full of tutorials ranging from simple object creation to mesh making to density-based topology optimization. This resource will be used to optimize the individual design as well as the service part, and then have the file ready to be uploaded into a slicing software. 
[9] Young’s Modulus - Tensile and Yield Strength for Common Materials
As part of the commissioning, the team will be doing tensile tests on a variety of printed metal materials. This resource will be used as a baseline to compare the properties of the printed parts to the properties of their respective materials overall. 
[10] Finite Element Analysis of Components of Excavator Arm—A Review 
This review is a finite element analysis of the different parts of an excavator arm. While the individual design is specifically the stick, seeing the load cases of the bucket and boom are important considerations for an FEA. This review also provides a solid baseline of how an FEA on an excavator arm should be conducted, albeit the team’s analysis will be on a much smaller scale. 
[11] Adaptive Sterile Modular ISO Class 7 Manufacturing Biomedical Cleanroom
This is the clean room team from the ME Capstone 23-24. While their research does not directly help the team with the printer or optimization, it is a good reference for a clean room. Their dimensions and purpose are different, but they provide resources for the framing as well as where to find filter fans.
[12] Terra Universal
Terra Universal is the company which the Clean Room capstone team purchased their fans from. While more research needs to be conducted on exactly which fans our team needs, this resource will ultimately be where those fans are sourced.
[13] DoE HEPA Standards
This document contains the Department of Energy’s standards and information regarding requirements, construction, and quality assurance procedures. As the team plans to use HEPA fanfilters for the cleanroom, this information will be vital to the final design. 

[bookmark: _Toc211885657][bookmark: _Toc215046331]Lit. Review- Sichao
[14] Lightweight Design of a Steering Knuckle via Topology Optimization and Additive Manufacturing
 This reference is a journal publication that presents a lightweight steering-knuckle design using topology optimization combined with metal additive manufacturing. The study details FEA-based load cases, constraint definitions, and density-based optimization procedures to reduce mass while maintaining stiffness. Results include stress/strain plots and weight-reduction percentages that serve as a benchmark for our knuckle’s optimization targets and validation workflow.
[15] Structural Analysis and Optimization of an RC Car Steering Knuckle Under Extreme Cornering Loads
This reference reports finite element modeling and optimization of a steering knuckle subjected to lateral cornering forces typical of RC racing. The paper specifies boundary conditions, material assumptions, and failure criteria used to evaluate deformation and factor of safety. These procedures guide our load-case definition and acceptance metrics for durability.
[16] Slash 2WD OEM Steering Knuckle: Geometry and Assembly Interfaces
This reference provides the baseline OEM geometry, interfaces, and assembly relationships for the Slash 2WD platform. Dimensions, mounting locations, and tolerance expectations are summarized to establish fit and integration requirements. The OEM part functions as the comparison baseline for weight, stiffness, and manufacturability when evaluating redesigned concepts.
[17] 6061-T6 Aluminum Aftermarket Steering Knuckle: Performance Characteristics
 This reference describes a CNC-machined aluminum steering knuckle used in competitive racing. Reported benefits include increased rigidity and damage resistance relative to plastic OEM parts, with the trade-off of higher mass. The information is used to benchmark strength versus weight and to motivate topology optimization for unsprung-mass reduction.
[18] Additive Manufacturing for Lightweight Steering Components in Small-Scale Vehicles
This journal article investigates the use of AM to achieve lightweight steering components, highlighting design freedoms, minimum feature sizes, and process-driven constraints. Case studies report shortened lead times and opportunities for internal lattice or material removal strategies. These insights inform our manufacturability considerations and post-processing plans.
[19] Topology Optimization Workflow for Additive Manufacturing Using nTop Platform
This reference outlines a practical workflow for density/level-set optimization within nTop, including meshing, constraint setup, response selection (compliance/stiffness), and parameter tuning. It also discusses exporting print-ready geometry and smoothing strategies. The methods will be used to parameterize our knuckle’s topology study and prepare the final printable model.
[20] ANSYS Mechanical Procedures for Structural and Topology Analyses
This technical reference summarizes procedures in ANSYS for linear static analysis, modal checks, fatigue assessment, and topology optimization. It specifies solver settings, convergence criteria, and result interpretation. These procedures support our verification steps and ensure repeatable FEA results under defined steering and bump load cases.
[21] nTop Platform Documentation: Parameter-Based Modeling and Optimization Tutorials
This reference provides step-by-step tutorials for building parameterized CAD, constraining optimization regions, and controlling feature thickness for AM. Guidance on lattice insertion, filleting/smoothing, and export settings is included. The documentation will be used to refine the optimized knuckle, maintain manufacturable wall thicknesses, and streamline iteration.
[22] Mechanical Performance Optimization of Aluminum Suspension Components Using Additive Manufacturing 
This study evaluates the redesign of small-scale suspension components using aluminum alloys produced through metal additive manufacturing. The researchers compare conventional CNC-machined 6061-T6 knuckles with topology-optimized AM versions, demonstrating a 22–30% weight reduction while maintaining equivalent stiffness. The paper also details common failure regions in steering knuckles, such as caliper mounting tabs and spindle attachment points.
[23] Finite Element Analysis of RC Car Steering Knuckle Under Braking and Cornering Loads
This conference paper presents an FEA-based investigation of a 1:10-scale RC car steering knuckle fabricated from 6061-T6 aluminum and ABS plastic. The authors analyze combined braking and cornering loads, highlighting high-stress regions around the kingpin bore and caliper mounting features. They compare elastic deformation, maximum principal stress, and von Mises stress for different materials.
[24] Design Verification of Additively Manufactured Ti-6Al-4V Components for Small Mechanical Assemblies
The authors investigate the fatigue reliability, dimensional accuracy, and post-processing requirements for Ti-6Al-4V components printed on small-format metal printers such as the GE MLab series. The paper highlights the importance of support removal, surface finishing, and tolerance compensation when designing small mechanical parts such as brackets, joints, and linkages.
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[1] Topology Optimization of an Aerospace Bracket: Numerical and Experimental Investigation
This reference is a journal publication reporting the findings of using topology optimization on an aerospace bracket and completing numerical and experimental procedures. The analysis uses ANSYS Workbench to complete all computational analyses for finite element analysis and topology optimization. It states the methods and procedures to complete the design iteration for both the level-set and density-based methods. Following the topology optimization results, test results are included showing the stress-strain curves gathered through experimental testing of all types of topology optimizations. This reference is used as a benchmark to compare the results of the hip bracket topology optimization. Additionally, this will be a source to use when completing the topology optimization of the hip bracket, as well as determining the preferred method. 
[2] Fatigue Life Prediction of Topologically Optimized Torque Link Adjusted for Additive Manufacturing
This reference is a journal publication discussing the use of ANSYS to estimate component lifetime and optimize geometries based on fatigue loading constraints. The paper also focuses on adjusting the geometries to align with additive manufacturing requirements. The methods for generating multiple iterations of part files for simulation is included with the results and findings from the simulation results. The paper takes a deeper look at crack propagation and improving design methods for the aerospace industry utilizing advanced manufacturing technologies. The paper discusses the models used for simulating crack propagation in the torque link geometry and reports the experimental results to prove the viability of the model. Additional analyses were completed to ensure the additive manufacturing process is effective, showing simulation and selected print parameters for the machine and material used. This reference will be helpful in completing a fatigue-based topology optimization for the hip abduction bracket. This paper is also used as a benchmark for the topology optimization that will be completed.  
[3] nTop
This resource is software that uses implicit modeling techniques to complete finite element analysis, computational fluid dynamics, topology optimization, latticing and more. The software was recommended and is considered to be a leading company in computational topology optimization. This software works in blocks to allow the user to build unique and configurable workflows for completing complex functions. The software has impressive meshing and computational capabilities allowable through implicit modeling. The company also offers many resources for using all the different functionalities of the software. This resource will be helpful to completing the topology optimizations and has the potential to import FEA data from ANSYS, meaning that the team can complete fatigue finite element analyses to use in nTop. 
[25] Additive Manufacturing Technologies and Applications
This reference is a textbook discussing the technologies behind and applications of additive manufacturing. The text includes a chapter titled, “Overhanging Features and the SLM/DMLS Residual Stresses Problem. This chapter covers the challenges of overhangs in additive manufacturing and the concerns for residual stresses that the part develops through the laser sintering process. This reference will be helpful in providing the team with additional factors to inform our designs and printing for the project. 
[26] Developing Topology with Additive Manufacturing Constraints in ANSYS
 This reference is a journal publication discussing the development of a topology optimization for additive manufacturing. This paper looks for a solution for additive manufacturing, allowing for parts to be printed without support materials by estimating overhang sensitivities. The work uses ANSYS Parametric Design Language (APDL) to develop two different case studies for structural members. This resource will be a helpful reference when the team wants to complete additional topology optimizations for additive manufacturing to improve our individual design part models for manufacturing using the printer. 
[27] Design for Metal Additive Manufacturing Part 2: topology Optimization and Build Preparation
This reference is a tutorial on how to use ANSYS software to complete topology optimization for additive manufacturing. This resource provides a case study to follow in completing the topology optimization with safety margin constraints and then preparing the build for additive manufacturing. The tutorial includes the optimal build orientation and generation of support structures and completes with the generation of machine files. This reference will be beneficial as an alternative for slicing if the team wants to test additional parameters not present in Autodesk Netfabb. With the caveat of not having compatible export files to the Concept Laser machine, this would help inform the team on how to create slicing files in ANSYS. The topology optimization and print orientation will be helpful for the team exporting a final model for printing into slicing software. The inclusion of optimizing build orientation will allow the team to print more complex geometries reliably. 
[28] Safety Management in Metal Additive Manufacturing
This reference is a website that lists and discusses the many dangers that come with handling metal powder and operating a machine that uses additive manufacturing. The resource talks about the material, equipment, and facility requirements and factors that lead to accidents. The handling of metal powders poses toxic and hazardous dangers to operators. The powder can explode under certain conditions, requiring care when handling. This page also lists a number of accidents that have occurred and the causes leading up to them. It includes many precautions to take to prevent accidents and ensure safe operations. This aligns with the team’s task to provide safety handling manuals to ensure the printer is operated safely.
[29] Specification for Additive Manufacturing Stainless Steel Alloy (UNS S31603) WITH Powder Bed Fusion
This is a published standard for additive manufacturing components with powder bed fusion using stainless steel alloy. The paper discusses multiple methods of manufacturing and print preparation. It includes experimental methods, testing, and results for each procedure and compares the differences. The analysis also includes the print parameters used and recommends specific procedures to ensure part quality. This reference will be helpful in informing the team what steps should be taken to print high quality and reliable parts for the success of the overall project. 
[30] Test Methods for Tension Testing of Metallic Materials
This reference is the ASTM E8/E8M testing procedure which outlines the standard and ASTM compliant testing procedure for metallic materials. This document includes various test specimen types, applications, and testing procedures to align with generalized processes to provide accurate data. The specifications for what type of test specimen should be used for the type of material whether that be metal sheets, rods, or additively manufactured parts. This resource will allow the team to make sure the test specimens printed using the printer are compliant with accepted standards to provide accurate data during tensile testing. 
[31] Dimensional accuracy of fabricated geometries through powder bed fusion: An overview and a new benchmark artifact proposal
This is a published journal article that compiles many different types of geometries used to validate the dimensional accuracy and printer capabilities for powder bed metal 3D printing. The paper shows many of the different geometries made for this type of validation along with some analysis of each type. The paper also includes all the sources of the other publications that have used the specific model. This resource was helpful in informing the team on some important features that should be included in diagnostic prints. 
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[bookmark: _Toc211885660][bookmark: _Toc215046334]Excavator Arm Force and FEA
The analysis of the excavator arm was done in two parts. The first analyzed the expected loads produced from the excavator bucket being full of sand, while the second used those calculated forces to conduct an FEA using a static load. 
MATLAB was used to calculate the expected loads using the following equations:
τ = r × F		p = mv
With a bucket length of approximately 0.15m and a load of 0.0041N, the maximum torque was found to be 6.137e-4 Nm. Using a mass of ~1g and a velocity of 30rpm, a moment of 4.37e-4 kg*m/s is reached. 
Part two uses those found values to create an FEA model using nTop. 
[image: ]The first figure demonstrates the stress distributed throughout the excavator stick. The dark red sections represent the highest stress points, while the purple sections represent little to no stress. As the figure shows, the highest stress points are at the stick connection to the boom, as well as the faces directly opposed to and next to it. According to the calculations, the highest stress in the part is 2.98Pa. However, the excavator stick is nowhere near a square meter in area. A closer approximation would be in psi where the stress is 4.31e-4. This shows that regardless of which metal the part is printed in, there is no risk of stress being an issue.
Figure 9: Stress Model
[image: ]The second model shows the overall displacement of the part. Similar to figure 7, the dark reds show high displacement while the purples show low displacement. Just as expected according to benchmark 3, the most displacement occurs at the end of the stick connected to the bucket. At its highest, the displacement is 2.56e-7mm. The “Deformation Scale” setting amplifies the visual displacement of the object. As demonstrated, even with that setting maxed out, the displacement is not visible. This shows that no matter the possible load, the part will not deform.
Figure 10: Displacement Model
[bookmark: _Toc211885661][bookmark: _Toc215046335]Steering Knuckle Static Safety Factor
The steering bracket connects the steering block to the suspension arm and is subjected to both bending and shear from the transmitted loads. A simplified analytical model is shown in Figure 9, where the lateral load acts through a lever arm, producing a bending moment at the section of interest.
For this model, the lever arm is 20 mm, and the applied load remains 150 N. The critical section is approximated with a width of 12 mm and a height of 8 mm, using the same 7075-T6 aluminum with a yield strength of 505 MPa.
The bending moment is
M=FL=150(0.02) =3.0Nm
The bending stress is
σb =6(150) (0.02)/ (0.012)* (0.008)^2 ≈23.4MPa
The shear stress is
τ=1.5(150)/ (0.012) (0.008) ≈2.34MPa
The von Mises equivalent stress is
σeq = (23.4^2+3 ( 2.34) ^2 ) ^(½) ≈23.8MPa
The static safety factor is
n=505 /23.8≈21.2
These calculations show that the steering bracket also has a high safety margin under expected operating conditions. Like the steering block, the response is dominated by bending, with shear playing a secondary role.
Figure 11: Steering Bracket Loads[image: ]
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The mathematical modelling completed for the hip bracket is separated into two phases. The goal of the first phase of mathematical modelling is to outline the load paths and calculate the loads applied to the part based on the motor. This uses basic equations to find the axial force, shear stress, and bending moments associated with the expected motor commands for walking assistance. The goal of the second phase of mathematical modeling is to complete the current motor bracket FEA and read the results to prepare for topology optimization. The analysis was completed with Matlab, SolidWorks, and nTop software. The first phase of mathematical modelling requires a free body diagram to understand the loading conditions and important distances based on the part geometry.
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Figure 12: Free Body Diagram of Hip Exoskeleton
The above free body diagram shows the geometry and loading of the system. The bright orange arrow represents the expected applied motor torque applied by the device during walking. The distances between the motor axis and specific features of the bracket were found using the measuring tool in SolidWorks with the complete 3D model. The first equation was used for relating torque to force and additional equations were used to determine the loading on the bracket. 

The next equation was used to determine the shear forces on the bolts to provide additional loading conditions for the finite element model. Due to the components connecting the motor to the bracket not being welded together, the force analysis was applied to determine the force applied at the bolts and their corresponding shear stresses. 

This equation was used to find the shear stressed on the steel bolts connecting the motor bracket to the lower half of the hip abduction bracket. The shear strength of the bolts was also calculated to ensure that the M3 bolts are strong enough to withstand the expected loads. Using two equations derived from a publication analyzing the estimation of bolt shear strength based on the Birnell hardness value [27]. 


The last equation used in the Matlab analysis is the summation of moments about a point. Based on the static loading conditions, the body must be in equilibrium, meaning the sum should add up to zero, allowing the bending moment about the bracket pivot point can be found. 

Using these equations, the values for the shear stress per bolt (total of 4), the shear strength of the bolts, the axial load on the bracket, and the induced bending moments were obtained. The individual shear stress on each bolt is 0.0025MPa, the shear strength is 780MPa, the axial load is 0.72N, and the bending moment is 0.0031 Nm. These results are reasonable considering a maximum torque of 10Nm with a average distance of 60mm from motor axis to corresponding bearing faces and geometry. The Matlab script is provided in Appendix B for reference. 
These values were used to constrain a static structural finite element analysis in nTop. Using the nTop import function, the part geometry was gathered into the software and pre-processed for analysis. The bracket was analyzed as two separate parts with the corresponding loads applied. The solution required that the parts be properly meshed, using a refined surface mesh to generate a finite element volume mesh. The finite element volume mesh was parameterized with a maximum element edge length being constrained to 1mm. For the hip side bracket component, the boundary conditions constrained the through holes for mounting to the hip belt with displacement constraints in all 3 coordinate directions. The bending moment was applied on the surfaces of the geometry that interfaces with the steel ball bearings. This allows for the analysis to include the bending moment applied to the motor side component. The axial force was applied to the inner bearing surfaces to apply the force to both sides of the hinge. The motor side component of the bracket had boundary conditions defined by the forces applied by the motor at the interfacing fastening locations. The central pivoting axis has a displacement boundary condition, fixing the location of the bore in all 3 coordinate directions and an axial force and bending moment condition. The bending moment was applied about the two vertical surfaces that help retain the distance between bearings. The structural analysis was then solved and provided both displacement and stress plots. Through post-processing, the scaling was adjusted to provide a clearer visualization of stress concentrations. The following figures show the displacement and stress plots for each of the hip bracket components.
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Figure 13: Displacement Plot for Hip Side Bracket
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Figure 14: Stress Plot for Hip Side Bracket
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Figure 15: Displacement Plot for Motor Side Bracket [image: A computer generated image of a multicolored object
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Figure 16: Stress Plot for Motor Side Bracket
The following plots show the displacement and stress data to visualize the parts’ structural integrity under the specified loading conditions. The data found in these analyses will be used to constrain topology optimizations to be completed on the bracket components. Some additional analyses that need to be completed for the design include a fatigue loading analysis in ANSYS. The static structural analysis will be included when outlining a fatigue analysis. The vector field data may be exported from ANSYS and imported into nTop for topology optimization capabilities in the purpose-built software.

[bookmark: _Toc211885663][bookmark: _Toc215046337]Design Concepts
[bookmark: _Toc211885664][bookmark: _Toc215046338]Functional Decomposition
The functional decompositions completed for this report include a black box model and a flowchart. These figures are relevant to the printer’s function as the individual design projects look only at a single component in a system. 
[bookmark: _Toc211885665][bookmark: _Toc215046339]Black Box Model
The black box model aims to show the system’s functions independent of any specific design concept. The model looks at the inputs and outputs of the system, focusing on the materials, energy, and signals. The materials is shown with thick arrows, the energy shown with thin arrows, and the signals shown with dashed arrows. The printer inputs are metal powder and inert gas with the outputs of the sintered final part. The energy input is the electrical energy required to operate the machine and support the laser. Lastly, the signals used by the printer are the slicing files/print commands with the output of the completed print process.
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Figure 17: Black Box Model
[bookmark: _Toc211885666][bookmark: _Toc215046340]Functional Decomposition Flowchart
Figure 18: Functional Decomposition Flowchart [image: ]
Using the material, energy, and signal flow shown in Figure 16, the above functional decomposition flowchart is produced. It has three separate ‘hand’ inputs, which then turn to kinetic (heat), electrical, and mechanical energies, ultimately resulting in the completed print. The importance of this functional decomposition is that it outlines the inputs required to use the printer. The key materials needed are metal powder and argon gas. These materials will generally define the costs of printer operation per build and will be used to define the cost analysis of the printer. Additionally, the power required to operate the laser is another cost of operation but may be challenging to estimate with the team’s current resources. To solve this, the team may be able to acquire resources from the department to complete this analysis. Lastly, the diagram offers a clear visualization of the print process very simply, aiding in understanding the process. 
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The generation of the partition had two variables: the number of walls and the height of the room. The figures below show the models of the two-wall with a height of 86 inches and the three-wall with the same height.
[image: ]
Figure 19: 2-Wall, 86”
[image: ]
Figure 20: 3-Wall, 86”
The initial pros of the 2-Wall option were that it would be much cheaper to manufacture and would likely take less time to install. However, the main con was that having only two walls meant that the safe room would have a garage door to its right (as is the layout of the IdeaLab), meaning it would not be sealed. The 3-Wall concept completely removes that con, but in doing so the cost is increased significantly. The 96” variations of both looked very similar to the 86” and posed similar pros and cons.
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There was not a real concept generation when it came to choosing the individual design. The initial idea was to focus on fatigue testing, and this led to the initial design being a hanging pot for a plant. After a discussion with Dr. Willy, it was agreed that the pot did not have a suitable engineering application, so the idea of a crane hook was proposed instead. Upon further research, the crane hook seemed like it would not be applicable for topology optimization, so staying within construction a remote-controlled excavator was chosen with the intention of optimizing and replacing part of its arm.
[image: ]                  [image: ]                        [image: ]  
   Figure 21: Hanging Pot	            Figure 22: Crane Hook		     Figure 23: Excavator Stick
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The concept generation process began by identifying a range of potential components that could demonstrate increasing levels of structural complexity and design challenge. Three initial concepts were proposed: (1) a basic magnetic hook, (2) a pegboard power drill holder, and (3) an RC car steering knuckle. 
[image: ]
Figure 24: Magnetic Hook [image: ]
Figure 25: Pegboard Drill Holder
These concepts were selected to represent different functional and geometric complexities, ranging from simple, low-load components to high-load structural parts. The intent was to create a clear comparison between simple geometries that require minimal engineering analysis and complex components that are well-suited for advanced structural optimization techniques such as topology optimization. The RC car steering knuckle was included as the most technically challenging option, representing a real-world suspension component requiring precise tolerances and load-bearing capabilities. 
[image: ]
Figure 26: RC Car Steering Knuckle
[bookmark: _Toc211885671][bookmark: _Toc215046345]Riley
The concepts generated for applying topology optimization to existing parts are based on the availability of machined parts for optimization within the Biomechatronics Laboratory. A number of crucial parts for exoskeletons are machined out of aluminum for its lightweight properties. This requires that the parts have thicker geometries to ensure safe operation during use. There are 3 components that the lab are manufactured through conventional manufacturing methods (mill and wire EDM). The components are included on different exoskeleton assemblies, one for the hip exoskeleton and 2 for the current ankle exoskeleton undergoing engineering validation testing. The following figure is provided to show the two individual exoskeletons. 
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Figure 27: Spark Plug V2 Ankle Exoskeleton Assembly
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Figure 28: OpenExo Hip Exoskeleton Assembly
The three potential components for selection are the hip exoskeleton abduction bracket, the ratchet bridge on the ankle joint, and the motor mount for the ankle exoskeleton. The hip abduction bracket allows for the abduction degree of freedom for the hip which is necessary for functionality and comfort. It features a hinge connected with bearings and a shoulder bolt. The ratchet bridge component features 13 sets of teether separated by a channel necessary for the actuation cable to smoothly ride in. The bridge closes the pulley that control the ankle joint, adding the needed rigidity for responsive assistance. This bridge allows the device the functionality of a clutch for the ankle joint. The ratchet offers multiple locations for engagement of a pawl connected to a leaf spring mounted inside of the upright. The Maxon motor bracket allows for the motor to be mounted normal to the sagittal plane positioning the power transmission cables to pass through the upright, aligning with the ankle pulley. The following three figures show the individual components. 
[image: A white metal bracket with screws

AI-generated content may be incorrect.]
Figure 29: Hip Abduction Bracket Subassembly
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Figure 30: Maxon Motor Bracket
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Figure 31: Pulley Ratchet Bridge
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For the safe room, the previously mentioned engineering requirements were used to make the selection. 
Cost was not weighted as heavily as the other two criteria. Dr. Ciocanel provided the team with a very flexible budget, specifying that he wanted to prioritize safety above all else. The cost of the partition still played a decent role in the selection since the team is expected to fundraise 10% of the total budget.
Safety was weighted the heaviest by far. With Dr. Ciocanel’s specification as well as the research the team had done into the hazards posed by the metal powders being used, ensuring negative pressure and minimal dust spreading was an absolute need.
Ease of Construction wasn’t weighted as heavily as safety, but the team deemed it more important than the cost of the room. The team is expected to build the room as well as design it, so choosing the option that requires less time to construct and has less complex geometry to worry about would be beneficial.
[bookmark: _Toc211885674][bookmark: _Toc215046348]Erik
As briefly mentioned in concept generation, the process of selecting the individual design was rather streamlined. The important criteria for it to meet were complexity, fitting the print volume, having the potential to be topologically optimized, having the potential to replace the original part, and it had to have an engineering application. 
Complexity was judged based on the geometry found throughout the part. As part of the project is to 3D model the part and then optimize it, having a design that is too complicated to replicate would stunt the project entirely. 
Fitting the Print Volume was also an important criterion. The build volume of the metal printer is around 80x80x90mm, so aiming to have a design that fits those dimensions is ideal. It is possible to scale down whatever design is chosen, but doing so would change its application and sabotage the following criteria. 
Topology Optimization Potential was arguably the most important criteria, as it makes up the majority of the overall capstone. This criterion was judged by how optimized the part already was, and whether or not it had any material that could be removed in optimization. 
The Replacement Potential of the design was also very important, as one of the goals of the project is to demonstrate the printer’s ability to produce parts that can be used in assemblies. If the individual design chosen was not part of an assembly or could not be replaced, then it negated this portion of the project.
Lastly, the design had to have an Engineering Application. This criterion is simply meant to ensure that the project sticks within the boundary of the field of engineering. It is judged purely on if the individual design had some sort of assembly or mechanical application.
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The three concepts were evaluated based on functional complexity, fit and integration with assembly, and suitability for topology optimization.
· The magnetic hook showed low functional complexity and low optimization potential.
· The pegboard drill holder demonstrated moderate complexity and moderate optimization opportunities, requiring more structural consideration.
· The RC car steering knuckle scored high across all criteria, with high functional complexity, tight integration requirements, and strong potential for optimization.
This evaluation was performed qualitatively to highlight which concept aligns best with the project goals. By comparing these criteria side by side, it became clear which concept provides the greatest engineering challenge and learning value for this project.
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The evaluation criteria for the selected designs were chosen to align with the team’s overall goal to promote the NAU Idea Lab’s new manufacturing capabilities, leveraging the use of a DMLM (direct metal laser melting) metal additive manufacturing machine. Each criterion can be applied to the design to determine whether or not the design is viable, or which design would be the preferred option based on the scoring of each condition. The evaluation uses 4 unique criteria: topology optimization potential, post-processing requirements, fits within print volume, and visualization in assembly. All criteria can be scored on a high-medium-low scale for simplicity. 
The first criterion is the component’s potential for topology optimization. This is important as the difference in design is directly correlated to the component’s potential for minimizing material. This focuses on the ability to reduce the weight of the component based on the expected loading conditions. The team needs to meet the requirements of visually interesting designs for promotion of the machine and the ability to complete work orders. 
The following criterion is the post-processing requirement based on the part’s functions. In many cases, post-processing a additively manufactured part is necessary, but the focus for this is to evaluate each design on how much post processing would be required to use the part in the assembly. Metal additive manufacturing has the tendency to have rougher surface finishes right off the print bed, requiring machining to be completed after the build to ensure specific features meet tolerances and use-case specific requirements. 
The third criterion is whether or not the evaluated component fits within the printer’s build volume. The Concept Laser MLab Cusing 100R has a build volume of 80mmx80mmx90mm, inhibiting the size of what can be printed. This is a crucial aspect to determine if a design can be manufactured using powder bed fusion. In some cases where a part is too large for the build plate, the design can be split up and fastened together after manufacturing. 
The final criterion for the evaluation of the generated options involves the component’s visibility in the full assembly. Because the motivation of the project is to complete a design that can be compared to the conventionally manufactured design. The ability to see the topology optimized part is important to intrigue viewers and want to learn more about the methods used for manufacturing a complex and organically shaped part. The team is expected to show the capabilities of topology optimization and more importantly, the capabilities of additive manufacturing. 
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The final CAD models are not included on the concept selection as the team did not create specific assemblies based on the design projects to be completed. The CAD models are shown in the individual sections preceding the concept selection.
[bookmark: _Toc211885678][bookmark: _Toc215046352]Partition
Based on the established criteria, the following Pugh chart was produced:
[image: ]Table 1: Pugh Chart for Partition
Each design was scored individually with “+” representing a positive relationship, “++” representing a strong positive relationship, and “-” representing the inverse. After the partitions were scored, they were multiplied by the weights of the criteria. Finally, the sum of their positive and negative scores is calculated to find a total score. As shown in the chart, the 3-Wall 92” partition was selected.
[image: ]
Figure 32: 3-Wall, 92” Partition Design
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Reviewing each of the engineering criteria and the possible designs, the figure below is created:
Table 2: Erik Concept Evaluation [image: ]
The table is organized by criteria, goals to meet, and then each design option. The goal section reflects the ideal ‘measurement’ that each design should meet. A green background shows that the ideal measurement is met, while yellow shows that the measurement is close, and red shows that it is far off.
For the hanging pot, the complexity of the part is very high. Its connections from hook to pot are not symmetrical, and they do not fuse directly in the border of the rim either. The pot is also too big to fit the print volume, and it cannot be optimized thoroughly due to it needing to hold soil and a plant. Since it isn’t part of an assembly, it can’t be replaced. Lastly, because it is a potted plant, it doesn’t have an engineering application either. 
As for the crane hook, its complexity was too low. As shown in Figure 20, its design is basically a box with a hook at one end and a loop at the other. Since it was part of an RC crane, it would have fit the print volume. However, there was very little optimization to be done with the design. Aside from turning it into essentially a fishhook, no material could be removed. As part of an assembly of a construction too, it did have replacement potential and had an engineering application.
According to the criteria, the goals, and the ratings, the Excavator Stick is the best design choice. It has moderate complexity in regard to its design, and it does fit the print volume since it is part of a toy. There is a lot of material that can be removed through optimization, and as part of a construction assembly it has both an engineering application and high replacement potential. 
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Based on the evaluation results, the RC car steering knuckle was selected as the final design concept. This concept offers the highest functional and geometric complexity, making it ideal for applying advanced analysis methods such as topology optimization and finite element analysis.
Unlike the other two concepts, the steering knuckle must interface precisely with multiple components in the suspension system, bear significant steering and vertical loads, and maintain dimensional accuracy. These requirements align closely with the project objectives of designing a lightweight, high-performance component through additive manufacturing.
Additionally, the original concept was considered too simple and lacked meaningful engineering challenges, which limited its value for optimization and structural analysis. The material cost for that initial design was also relatively high compared to its functional benefit, making it an impractical choice for this project. In contrast, the RC car steering knuckle provides a more efficient balance between complexity, performance, and material usage, ensuring both technical depth and cost-effectiveness.
[image: ]Therefore, the RC car steering knuckle was chosen for detailed design development, topology optimization, and structural testing in the next phases of the project.
Table 3: Sichao Concept Evaluation
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The components were scored individually, and the results were compiled into a table for clear communication of the results. The target score is also included to compare the scoring of each criterion. Colors were included to prominently show whether a criterion is met or if the component is less preferred. The justification for scoring is included following the results table. 






	Scoring Table​

	Criteria​
	Target​
	Hip Bracket​
	Toothed Bridge​
	Motor Mount​

	Topology Optimization Potential ​
	High​
	High​
	Low​
	Moderate-Low​

	Post- Processing Requirements​
	Low​
	Low​
	Moderate​
	High​

	Fits within print volume​
	Yes​
	Yes​
	Yes​
	Yes​

	Visualization in Assembly​
	High​
	High​
	Moderate-Low​
	Low​


Table 4: Riley Concept Evaluation Results

The hip abduction bracket has the highest topology optimization potential due to the geometry of the current design. The current design has a square form factor to better accommodate the subtractive manufacturing (milling) process. The other two designs were already designed with the requirement of lightweight size and construction. This prevents both the Maxon motor bracket and the ratchet bridge from being good choices for the project. The hip abduction bracket requires the least amount of post processing, potentially only needing a few features to be machined to achieve the target surface finish and tolerancing. The bearing bores and threaded holes are likely to be the features requiring post-processing. The Maxon motor bracket requires more post-processing due to the need for smooth surface finishes on the faces mating with the carbon fiber upright. If the interfacing surfaces are not smooth, the bracket will wear away the carbon fiber, causing a shorter lifetime of the upright. The ratchet bridge needs the most post-processing in order to function effectively. The ratchet needs smooth surfaces for the pawl to slide against, making engagement smoother and more reliable. Although all components fit within the print volume, some components are better suited for printing than others. The hip abduction bracket and ratchet bridge fit easily into the print volume and can be oriented in any direction for optimal results. The Maxon motor bracket is too tall to be printed vertically and would require many supports to print properly. If the part were oriented with a surface parallel to the build plate, the print would have poor quality on the overhanging surface due to the inherent overhang sensitivities in additive manufacturing. Lastly, the hip abduction bracket has the best visualization in the final assembly due to the location being on the lateral sides of the hip with no additional components covering it. The ratchet bridge passes through the bottom part of the upright, covering 80% of the component when the user is standing straight. The Maxon motor bracket is covered by a PCB and housing (not shown in the figure), and this means the component would be nearly impossible to see at a glance. The hip abduction bracket is the only option that meets all target criteria, justifying it as the selected concept. 
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For each of the semesters, the GANTT chart is provided showing all the required tasks the team needs to complete, how the tasks are categorized, the general flow of project completion, and the planned timeline. The commissioning tasks are shown in orange, the course deliverables are shown in blue, the individual design projects shown in yellow, and the service work shown in green. Many tasks are linked together with a leader to show how they connect, providing the process for the multiple aspects of the project. Images of each semester are shown below, but the draft created for the spring semester is a basic draft that does not include the course deliverables because a tentative schedule was not provided for the second semester of capstone. Following each figure, all tasks will be listed with a brief description in chronological order. 
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Figure 33: Fall Semester GANTT Chart
Preliminary Printing and Prep is the first category encompassing the initial tasks for using the printer. Printed 1st Part consists of ensuring the printer can function and manufacture parts reliably. The purpose of this task is to get the team started with printer by familiarizing the team with the operational procedures. Presentation 2 is the concept generation and evaluation presentation and required the team to make the first GANTT chart. Prep and Print 2nd Test Part is to get another part printed as the initial part had print quality issues the team needs to resolve. Website Check 1 was completed to ensure that the team will have the website started and ready to be added to as the project progresses. Finalize Service Selection involves choosing the other capstone teams that the team will manufacture topology optimized parts for. Report 1 First Draft is the initial draft of the first report. It is a separate task to ensure the team has time to make any necessary revisions. Complete FEA & Prep for Topology Optimization includes preliminary work to make sure the team can successfully optimize geometries using nTop. Finalize Partition Design includes preparing the team to order all required materials to make a partition for the IDEAL Lab. Complete Tutorials for Topology Optimization is important to make sure the team has the resources to define and run a topology optimization that will produce reasonable results. Based on the previous capstone team’s topology optimization, it is important to have sufficient models to promote the capabilities of metal additive manufacturing. Finalize Report 1 consists of the revisions made before submitting the report for grading. Print Other Materials Test Parts involves printing more than the 316 stainless steel that the printer has been exclusively printing. Complete FEA for Service involves the initial steps to complete the team’s service responsibilities and will be the parameters for the following topology optimizations. Order Partition Materials will allow the team to prepare for building the partition and will define the timeline for the installation. Complete Topology Optimized Designs is for the individual design projects so that the team can stay on track to complete all project requirements. This will signify the end of the design and building process, shifting plans to testing and validation. Print All Test Specimens includes the manufacturing of all materials the team plan to print. This will provide the team with the specimens to complete tensile testing. Finalize Test Protocol and Schedule Time will outline the testing procedure and require the team to select a time to work with Dr. Ciocanel to test the material properties. Presentation 3 is the initial design presentation focused on the preliminary design and work complete based on the concept generation and evaluation. Print 1st Round Design Projects is completing the prints for the initial designs of the individual topology optimized parts. 1st Prototype Demo showed the team’s initial prototypes for the project. This involved answering initial questions in the design process. HW4 is an individual assignment completing further analysis towards project success. Report 2 completes all updates to the initial report and acts as the documentation for the metal 3D printer project. Anneal Test Samples includes getting the test specimens heat treated to see the effects of not annealing the samples. Website Check 2 requires updates to the website so that they are up to date. Final CAD/BOM is the final design and CAD package that is a major deliverable for the capstone course. 2nd Prototype Demo is further prototyping to answer more questions and will improve the design of the project. Project Management is an evaluation of the first semester and looks ahead towards the final semester of capstone, focusing on logistical improvements that the team can make to be successful.
The team is not on track with this GANTT chart, and as it was made, the deadlines set were very ambitious to push the team to complete as much progress as possible. This is due to many issues using the printer and numerous expectations added to the project. This has made it very challenging for the team to be successful, but despite all challenges, the team has been able to achieve significant progress. Although the team is behind based on this GANTT chart, the timeline still allows for the team to complete all responsibilities and have a successful outcome. 
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Figure 34: Spring Semester GANTT Chart Draft
The tasks for the second semester include previous tasks in the fall semester GANTT chart to accommodate for the team’s current progress. 
Print Test Parameters for Inconel 718 focuses on validating the parameters defined for printing this new material. Order Partition Materials will complete the design phase of the partition. Print Inconel 718 Test Specimens will provide the team with another engineering material to be tested and validated for printing on the machine. Print 316L Stainless Steel Test Specimens relies on the ordered material to arrive but would complete the test specimen manufacturing. Finalize Testing Procedure and Schedule require the team to prepare all necessary documentation and coordinate with Dr. Ciocanel for testing. Determine Specimens to Be Post-Processed is supposed to evaluate what materials should be annealed and HIPed. Print All Individual Topology Optimized Designs are the conclusion to manufacturing the individual design projects. Post-Process Final Parts prepare the designs to be incorporated into the corresponding assemblies. Documentation Check (Guides, etc.) ensures that the team is completing the required documentation for future students to reference when using the printer. Incorporate Topology Optimized Designs into Assemblies showcases the parts and NAU’s capabilities of additive manufacturing. Test 316SS and In718 Specimens provides the team with the data to report on the printer’s ability to manufacture reliable parts. Process Testing Results convert the gathered data and draw conclusions informing the team on the properties of metal sintered parts. Define Testing Procedure for Topology Optimized Parts validates the individual design projects. Order Materials for Testing includes acquiring all sensors and materials to precisely test the individual design projects. Finalize Partition Installation Plan outlines how the team will install the partition to ensure powder is contained. Install Partition completes the commissioning requirements given by Dr. Ciocanel. Determine Service Selection allows the team to prepare all parts to complete the service component of the capstone project. Complete Service FEA provides the initial parameters for topology optimization. Complete Service Topology Optimized Designs prepares the team to print service work parts. Validate Partition Build and Test ensure the partition is functioning properly making the IDEA Lab safer. Test Individual Designs validates the individual designs with methods discussed later in this report. Review Service Parts with Clients ensures that the final parts are sufficient and ready to manufacture. Print Service Parts completes the team’s service commissioning. Complete Post-Processing for Service Parts prepares the parts to be delivered to the other capstone teams for use in their projects. Prepare for Final Submissions and Ugrads completes the project and will allow the team to graduate. 

[bookmark: _Toc215046358]Budget
[image: ]					Figure 35: Budget
A comprehensive Bill of Materials (BoM) was developed to outline all components, consumables, and equipment required for the successful execution of the metal additive manufacturing and steering-knuckle prototyping project. The BoM includes both purchased components and materials that will be machined in-house. Key cost drivers include metal powders (Ti-6Al-4V and 316 stainless steel), safety and filtration equipment, and the large 92” 3-wall partition required to create a safe, enclosed workspace for powder-handling operations. Several consumables—such as N95 masks, nitrile gloves, fine-dust filters, and cartridge filters—are listed due to the need for periodic replacement as part of standard metal-powder safety protocols.
Materials such as titanium plates, 316 stainless steel stock, and end mills will support the fabrication and post-processing of printed components, while items like the Y-shaped recoater blade and mineral oil are required for printer maintenance. Measurement tools, including the dial indicator with magnetic base, are included to ensure dimensional accuracy and geometric verification of printed parts. The BoM also differentiates between purchased components and those requiring in-house machining, specifies suppliers (Amazon, Linde, Online Metals, 80/20, Wink3D), and documents relevant part numbers where available. Lead times vary from immediate shipment (Amazon items) to multi-day procurement (Linde powders, 80/20 partition panels).
[bookmark: _Toc215046359]Bill of Materials
[image: ]Figure 36: BOM
A detailed Bill of Materials (BoM) was constructed to document all components, raw materials, consumables, and tooling required throughout the metal additive manufacturing workflow for this project. The table includes unit cost, quantity, total cost, supplier information, vendor part numbers, and manufacturer part numbers whenever available. For items purchased through Amazon or other consumer-grade suppliers, many products did not provide standardized part numbers; therefore, these fields are listed as N/A with notes indicating that the supplier does not publish a formal identification code for these commodity items.
Key materials such as 316 stainless steel powder, Ti-6Al-4V powder, and titanium build plates were sourced from specialized industrial suppliers (e.g., Linde and OnlineMetals) and include verified part numbers such as OnlineMetals part 26523. Tooling required for post-processing—such as the Helical Solutions end mill—includes both a supplier SKU (25215374) and a manufacturer EDP number (48396), ensuring full traceability for machining operations.
Items such as PPE (N95 masks, nitrile gloves), disposal drums, and hose connections are also included because they are essential for safe and compliant metal powder handling. These products are typically general-purpose consumables and therefore do not provide a unique vendor or manufacturer part number.
Overall, this BoM provides a comprehensive overview of the materials and equipment necessary to support the metal 3D printing process, from powder handling and machine preparation to part post-processing and inspection. This documentation ensures traceability, facilitates future procurement, and aligns with the project requirements for a complete and transparent materials listing.
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While running diagnostic prints in the mLab Cusing 100R, the team ran into several issues. The following figure details what the issues were, their severity (sev.), frequency of occurrence (occ.), and how detectable the error was (det.). After rating them on a scale of 1-5, the values are all multiplied together to produce a final Risk Priority Number (RPN). The RPN, ranging from 0 to 125, represents how significant the error is and how drastically it affects the printed products. The ‘p’ variations of each category are treated as the real versions, while the earlier versions are treated as the most drastic results. The final ΔRPN signifies the difference between the real results as opposed to the hypothesized ones. Higher positive values mean the danger was overestimated, negative values show underestimation, while 0 means the hypothesized risk is reflected in the actual one. 
[image: ]Figure 37: FMEA
Considering the results of the FMEA, the team has prioritized minimizing complex geometries and severe overhangs, as well as the repair of other Modules in hopes of removing the wavy surface finish issue. With recent prints, the team has managed to reuse the rubber coater blades since they hadn’t burned in prior prints. The team also disassembled modules 1 and 2, took parts from each that worked, and then reassembled module 2 using all of the functional sections. This resulted in a print that no longer had the wavy surface finish. The next goal is to repair module 3 for the sake of having two separate functional models, but at the very least the team has managed to resolve the issues identified in the FMEA thus far.
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For the initial prototyping, the focus was on producing a topology optimized excavator stick that would retain its necessary geometries and fit into the original excavator assembly. Using the stress and displacement models shown in Figures 8 and 9, nTop was used to complete a topology optimization using a density parameter. With the initial excavator stick being made of plastic, the goal of the optimized part is to retain its predecessor's functionality while either increasing the range of motion and/or increasing the part’s durability. 
[image: ]                    [image: ]		    Figure 38: Optimized Stick Drawing			      Figure 39: Optimized Stick + Bucket
As seen in Figure 39, the optimized stick was printed in PLA on Riley’s printer and was able to connect to the bucket attachment, albeit with some filing to reduce the size of the insert. Unfortunately, the radius and diameter measurements were mixed up for the boom attachment, so the the prototype did not fit the assembly as a whole. The bucket system does function as intended, so the optimal next step is to readjust the dimensions for the boom connection.
There was also an initial error transporting the part file from nTop back into SolidWorks to add the necessary geometries. While the print was able to run despite that error, it will need to be remedied to produce a precise part to be used in the final assembly.

[bookmark: _Toc215046364]Sichao
To evaluate the manufacturability of my steering knuckle design, I produced an initial metal 3D-printed prototype using the LPBF process and inspected the part directly on the build plate. The purpose of this prototype was to verify whether the topology-optimized geometry could be fabricated cleanly, whether the support strategy was appropriate, and how the complex features of the part behaved during printing. The prototype successfully formed the complete geometry, demonstrating that the overall design can be printed; however, several areas exhibited rough surfaces, excessive support attachment, and visible artifacts caused by the print orientation and thermal accumulation rather than by structural thinness. In particular, certain overhangs and intersecting features produced dense support regions that were difficult to remove and contributed to the uneven surface quality. These observations indicate that the design itself is feasible, but the build setup needs significant optimization, including revising the part orientation, improving heat dissipation paths, and redesigning support structures to minimize stress concentrations and post-processing challenges. Based on what I learned from this prototype, I will iterate by adjusting the model to be more self-supporting where possible, redistributing or reducing support contact zones, and planning machining allowances on key functional surfaces. This initial print provided valuable insight into the real printing behavior of the geometry and will guide the next design and process-improvement cycle.
[image: ]Figure 40: Metal 3D Printed Steering Knuckle Prototype on Machined Build Plate
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For the initial prototyping, the focus was to validate that the topology optimized design both fits the mating components holding the hinge together while ensuring an adequate range of motion when inserted into the hip exoskeleton assembly. The motor side bracket design needed to have a close fit for the shaft and the bore, allowing the components to pivot while maintaining structural stablity. The mounting points to the motor also need to be validated to ensure the geometries are correct for the carbon motor plate to mount to the bracket properly. The hip side bracket design requires a press fit for the bearings that allow smooth and reliable rotation, where the dimensions are critical to the function of the exoskeleton. Additionally, the mounting points to the hip belt need to fit correctly so that all four mounting points can securely fix the bracket to the belt.  The questions the prototype answers are whether or not the topology optimized design will be acceptable to be swapped into the current design and to see the design in hand, allowing the design to be evaluated intuitively. This is helpful in seeing how part size and the geometries to see if the design would be adequate for the application.
The initial prototype was printed out of PLA on Riley’s personal 3D printer. The build time was quick with the ability to print PLA quickly. The parts will likely take a significantly longer time to manufacture using the MLab cusing 100R. The parts were then cleaned and the bracket components (bearings, shaft, mounting bolts) were inserted. The shaft bore was tight but allowed the shoulder bolt to fit securely. The bearings were also a tight fit, resulting in the necessary press fit for the components. The mounting bolts for the motor and hip belt aligned properly, ensuring that the part will be able to be swapped into the existing assembly. The prototype successfully proved that the design meets all key requirements to use with the hip exoskeleton device. 
For future improvements, the part needs to be sliced in the Autodesk Netfabb software to prepare the part to be printed in metal. Additionally, the final part would benefit from the implementation of a print orientation constraint with the goal of providing a part that can better be additively manufactured. The part will likely require some support material to be printed inside the bearing bore to maximize dimensional accuracy. This involves the generation of support structures which should be further investigated and validated to provide optimal results. The following figure shows the bracket assembled with the bearings, shoulder bolt, washers, and locknut. Due to the black color of the plastic, some features are challenging to see, but the geometries can be easily seen in later figures with the additional engineering calculations.
[image: ]
Figure 41: PLA Prototype Topology Optimized Hip Abduction Bracket

[bookmark: _Toc215046366]Other Engineering Calculations
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The biggest portion of new engineering calculations was the creation of an optimized part based on the previously calculated static load analysis. To do this, a new CAD model was made in SolidWorks with more detailed geometry. Once the part is imported, a surface mesh of the CAD body needs to be created, then a volume mesh after that. Using the volume mesh, a “Boundary by Flood Fill” is used to be able to reference the faces of the part accurately. Using the flood fill, the faces connecting to the bucket are selected as the location for the load, while the connection to the boom is selected as an anchor. 
Using the previously calculated ‘maximum force’ value, the load is applied at the bucket connection in the direction that the bucket rotates. This is then used to complete a static analysis as shown in section 3.3.1. An optimization function is then used with the static analysis as a baseline, and for this particular optimization a volume constraint of 0.5 was used. The volume constraint makes it so whatever optimization is complete will have 50% of the volume that the original part had. As the goal of this optimization was to reduce or maintain weight, that constraint was optimal.
As mentioned in section 6.2.1, there were some errors converting the part file from nTop into SolidWorks. The print in PLA functioned, but the part cannot be meshed, and therefore further FEA analyses cannot be carried out. The CAD model will need to be redone, this time considering the mixed radius/diameter measurement as well scaling down the boom/bucket connections to ensure they fit without needing to be machined.  [image: ]
Figure 42: Optimized Stick 3D Model
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A linear static finite element analysis was performed on the steering knuckle arm to verify that the baseline geometry made from Al 6061-T6 provides sufficient stiffness and strength under the representative braking load. The knuckle arm model was imported into Ansys Discovery and meshed with a fine unstructured tetrahedral mesh. The cylindrical bore at the inboard end of the knuckle was fully constrained to represent the press-fit or bolted connection to the upright, while an equivalent braking load of 150 N was applied at the three mounting holes at the distal end of the arm, distributed as a pressure load over the bolt contact areas. Material properties for Al 6061-T6 were taken from standard datasheets, with an elastic modulus of 69 GPa, Poisson’s ratio of 0.33, and a yield strength of approximately 276 MPa.
The resulting von Mises stress distribution is shown in Fig. The peak stress occurs at the fillet where the arm blends into the inboard cylindrical boss, with a maximum von Mises stress of approximately 2.17×106 Pa. Everywhere else in the arm the stresses are significantly lower. The total displacement field, shown in Fig, indicates a maximum tip deflection of only 5.86×10^−4 mm, occurring at the outer end of the arm near the caliper mounting holes. This extremely small deformation confirms that the arm behaves as a very stiff cantilever under the applied load.
Comparing the maximum von Mises stress to the 6061-T6 yield strength gives a static safety factor greater than 100, indicating that the baseline geometry is far from material yielding for the assumed braking load. These results demonstrate that the steering knuckle arm made from Al 6061-T6 is both structurally safe and sufficiently stiff, and they provide a quantitative baseline against which the later topology-optimized designs can be evaluated.[image: ]
Figure 43: Von Mises Stress Results for Original Steering Knuckle Arm (AL 6061-T6)
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Figure 44: Total Displacement Results for Original Steering Knuckle Arm (AL 6061-T6)
A second finite element analysis was conducted to evaluate the steering knuckle arm using 316 stainless steel, allowing for a direct comparison with the Al 6061-T6 baseline design. The same geometric model, boundary conditions, and loading case were used to isolate the effect of material stiffness and strength on the structural response. The cylindrical bore at the inboard end of the knuckle was fully constrained, and a distributed braking load was applied across the three bolt holes at the distal end of the arm. The elastic material properties for 316 stainless steel were assigned as: elastic modulus of 193 GPa, Poisson’s ratio of 0.30, and a yield strength of approximately 290 MPa.
The displacement results are shown in Fig, where the maximum tip deflection for the 316 stainless steel arm was approximately 2.08×10^−4 mm. This value is significantly lower than the deflection observed for the 6061-T6 model, reflecting the higher elastic modulus of 316 stainless steel. The deformation pattern is consistent with a bending-dominated cantilever behavior, with the largest displacement occurring at the outer mounting region.
The von Mises stress distribution, shown in Fig, revealed a maximum stress of approximately 2.26×10^6 Pa (2.26 MPa), located again at the transition between the cylindrical bore and the arm. This stress is slightly higher than the equivalent loading case in the 6061-T6 model due to differences in local stiffness distribution, but it remains far below the 316 stainless steel yield strength. The resulting static safety factor is greater than 120, indicating that the arm remains well within the elastic regime and is structurally robust under the applied braking load.
Compared to the aluminum configuration, the 316 stainless-steel arm exhibits significantly improved stiffness and only a marginal increase in stress. Although the material is heavier and therefore less suitable for lightweight applications, the stainless-steel version provides superior rigidity, which can be beneficial for applications requiring higher durability or where deformation must be minimized.
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Figure 45: Von Mises Stress Results for Original Steering Knuckle Arm (316 Stainless Steel)
[image: ] Figure 46: Total Displacement Results for Original Steering Knuckle Arm (316 Stainless Steel)
The topology optimization of the steering knuckle arm resulted in a significant reduction in overall mass while maintaining adequate stiffness and structural integrity under the applied braking load. Using a compliance-minimization objective and a 35% volume-reduction constraint, the optimizer successfully removed non-load-bearing material along the center region of the arm while preserving critical structural pathways near the inboard joint and the caliper-mounting interface.
The final optimized geometry achieved a 35% reduction in mass compared to the baseline design. This reduction was primarily due to the removal of material in low-stress regions identified in the original FEA. Importantly, high-stress areas near the cylindrical bore and the distal bolt-hole cluster were retained or slightly thickened to ensure stiffness and durability. The resulting shape exhibits a smooth, organic structural profile typical of bending-dominated load paths.
After optimization, the raw nTopology output was smoothed to eliminate voxel artifacts, and all critical features—such as the three mounting holes, fillet transitions, and the inboard cylindrical interface—were re-inserted with precise dimensions to ensure manufacturability. The optimized body was then remeshed and prepared for export to SolidWorks for detailed refinement and final drawing creation.
The optimized geometry was subsequently analyzed in a static FEA using the same boundary conditions and braking load. The performance comparison between the original and the optimized arms shows that, despite the significant mass reduction, the maximum von Mises stress remained within safe limits for both Al 6061-T6 and 316 stainless steel. Displacements remained small, and stiffness decreased only marginally, demonstrating the effectiveness of the optimized load path.
These results confirm that a 35% mass reduction can be achieved without compromising structural performance, making the optimized steering knuckle arm a strong candidate for final manufacturing through metal additive processes.
[image: ]
Figure 47: Topology-Optimized Steering Knuckle Arm Geometry
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The continuation of the hip abduction bracket analysis included the completion of topology optimization. The previous FEA results discussed earlier in the report were used to define the topology optimization completed in nTop. The boundary conditions and optimizations constraints were applied to produce the initial topology optimized designs to compare to the original design. The constraints used for topology optimizations were the same for the motor and hip side components. These constraints included a compliance response with the target to minimize it, effectively maximizing the stiffness of the part. Additionally, volume and symmetry constraints were applied to the model. The volume constraints reduced the volume of the hip and motor side brackets to 0.3 and 0.35 respectively. The symmetry plane ensures that the parts will handle the loading conditions equally when the motor drives both hip flexion and extension. The optimization used an element edge length of 1mm to reduce processing requirements and the time to completion. The following results are shown for the topology optimization of each of the components in the hip abduction bracket. 
[image: A grey object with circles

AI-generated content may be incorrect.]
Figure 48: Topology Optimized Hip Side Bracket
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Figure 49: Topology Optimized Motor Side Bracket
In order to produce these parts, several additional processes were applied to the raw topology optimized bodies. The raw body needed to be smoothed, and the threshold applied was 0.2. This rounded the entirety of the body to remove the edges seen from individual elements. Then, key geometries needed to be inserted to ensure that surfaces are flat and dimensionally accurate. Finally, the body was meshed and prepared to be exported to modify further in SolidWorks. The key interfacing geometries were added again to provide the necessary dimensions in drawings. These parts were then analyzed in a static FEA to compare the results with the original FEA of the hip bracket. All boundary conditions were applied identically to the original analysis, and the Von Mises stress results were found. The following figure is included to show the differences between the original and optimized geometry. 
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Figure 50: Bracket Subassembly Comparison
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Figure 51: nTop Static FEA Stress Results Optimized Motor Side Geometry
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Figure 52: nTop Static FEA Stress Results Optimized Hip Side Geometry

An additional topology optimization was completed in ANSYS Discovery using the same components, boundary conditions, and methodology. The analysis used a minimize compliance constraint with the volume reduction for both parts being 50%. The simulation would run the topology optimization and has the option to immediately include the results in the analysis, providing similar stress results as produced from the nTop analysis. The following figures show contour plots for both components using ANSYS Discovery. 
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Figure 53: ANSYS Static FEA Stress Results Optimized Motor Side Geometry
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Figure 54: ANSYS Static FEA Stress Results Optimized Hip Side Geometry

The mass results for both analyses were collected and compiled into the following tables to compare the mass results for both designs. The stress results are also shown in a table for convenience. 

	Material​
	Original Parts Mass (g)​
	nTop Optimized Parts Mass (g)​
	ANSYS Discovery Optimized Parts Mass (g)

	AL 7075-T6​
	50​
	40​
	30

	316SS​
	140​
	100
	70



Table 5: Compiled Mass Results of nTop and ANSYS Topology Optimizations

	Analysis Type
	Hip Side Maximum Von Mises Stress [Pa]
	Motor Side Maximum Von Mises Stress [Pa]

	Original Geometry nTop FEA
	4.96e4
	3.61e5

	Optimized Geometry nTop FEA
	1.47e5
	1.08e7

	Optimized Geometry ANSYS FEA
	1.04e5
	1.48e5



Table 6: Maximum Von Mises Stress Results

The FEA and mass results of each of these analyses can be further developed with mesh refinement and changes to certain parameters. The ANSYS mass and stress results are lower than the nTop results. Due to less parameters to define in ANSYS, the nTop results may be more accurate for the stresses and final masses of the parts. The meshes for the nTop analysis of the topology optimized parts can be refined to justify the questionable maximum stress location. It is likely that the maximum stress is higher than the actual cause by a large aspect ratio around the bolt hole (refer to Figure 7). The volume reduction was different between the two programs, showing the differences in how each program manages optimization parameters. The best results were obtained from the ANSYS analysis, although additional optimization parameters of optimal build orientation/additive manufacturing constraints would greatly improve the model for building with the printer. This is only available in nTop, another reason why nTop would be more powerful for preparing parts for metal additive manufacturing. 

The masses of the components for the hip abduction bracket are lighter for the ANSYS solution. This was likely caused by the higher value for volume reduction. The ANSYS analysis generates peripheral structures for connecting key features whereas nTop results in a singular smooth body. The singular body is better suited for additive manufacturing, although the printer has the ability to manufacture relatively complex geometries. Based on all the previous analysis and experience with the printer, nTop would provide better models and be an improvement over ANSYS.

[bookmark: _Toc215046370]Future Testing Potential
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Assuming the fit is corrected in the next print, the part will be put through several tests to ensure it meets the criteria laid out by the customer requirements. The simple tests will involve weighing and measuring the length of the metal printed part and the original, then comparing the two. Along with this, there is a test fit which should match the results from the initial and second prototypes. Lastly, the corrections we made to the printer modules should enable us to print our parts without the wavy surface finish.
As for more scientific testing, a strain gauge will be used to test potential deflection in the part. The top view of the optimized stick shows a flat portion, which is where the gauge will be placed. Loads will then be put on the boom connection and bucket connection to test to find the maximum load that part can take before permanent deformation occurs. Realistically this optimized stick will be put into the assembly of a toy excavator, and it is far more likely that the cab will tip over before the stick has a load applied that will come anywhere near breaking it.
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Future testing for the steering knuckle will focus on validating both its mechanical performance and its suitability for metal additive manufacturing at full scale. Mechanical testing may include static load tests to replicate braking and vertical impact forces, stiffness measurements under bending and torsion, and fatigue testing to assess long-term durability under repeated loading cycles. Dimensional inspection using CMM or 3D scanning will confirm geometric accuracy after printing and post-processing, while surface roughness measurements will help quantify the impact of different orientations and support strategies. In addition, thermal distortion analysis during printing could be validated through in-situ monitoring or thermography to compare simulated deformation with actual print behavior. Once design updates are implemented, a second-stage prototype can be tested using more refined support structures and machining allowances to evaluate improvements in manufacturability.
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There are several methods to test the hip abduction bracket. The focus of the testing procedures will determine if the printed optimized hip bracket will meet the customer and engineering requirements outlined earlier in this report. The key requirements are that the bracket needs to be lightweight, have a adequate lifetime, reduce manufacturing costs, and support the applied loading conditions of the bending moment and axial force. 
The weight of the components can easily be measured using an electronic balance. The original parts can also be weighed to provide a direct mass comparison between the two sets of components. The lifetime of the component can be evaluated in ANSYS Workbench using a fatigue loading model to determine the estimated lifetime. This would allow the team to complete the fatigue analysis without requiring the part be tested in a completely reversed loading apparatus. The manufacturing costs can be evaluated based on the time it takes to prepare, print, and post-process the parts. This will be compared to the roughly 2-week lead time which is common for the majority of the Biomechatronics Lab’s machined hip bracket orders. The cost can also be compared by monitoring the cost of material and argon required to manufacture the part. Based on the geometry and measures taken when designing the part and preparing the print, all post processing would require minimal effort to achieve the proper tolerances and fitments. 
[bookmark: _Int_QoRhKv1W]The hip bracket experiences loads when actuating hip flexion and extension assistance. This requires that the parts are functional, reliable, and safe during the operation of the hip exoskeleton. The goal is to design and assemble a test bench to evaluate the subassembly and the individual components. Although ut may be challenging for the team to attach a strain gauge to a suitable surface, there are gauges that are small enough and available on the market. The plan would be to mount the subassembly or component in the testing fixture after applying and preparing the strain gauge and applying the expected load to measure the strain at a specific point in the body. The results of the physical testing can be easily compared to the FEA by selecting the point on the contour plot in nTop. This would provide a sufficient comparison and validation that the physical stresses resemble the stresses determined in an FEA simulation. A potential strain gauge is a SDG-2/350-RY53, which features a 3-element rectangular stacked rosette to measure strain in multiple axes. This strain gauge has a very small footprint of 5mm, making it a potential solution to collect strain data for validation testing. The following figure shows the construction of the gauge allowing 3 axes to be measured using a stacked rosette. 
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Figure 55: Potential Strain Gauge
[bookmark: _Toc215046374]CONCLUSIONS
The goal of this project can be broken into three sections: provide NAU with a safe and functional metal 3D printer setup, topologically optimize and print individual designs with engineering applications, and lastly service other capstone teams by optimizing their parts and providing them with topology optimized components to replace in their projects. As the project progressed, the team was also tasked with designing and building a safe room to contain the printer and its add-on machines.
The group has decided that the individual designs will be an RC Excavator Arm, an RC Car Steering Knuckle, and a Hip Abduction Bracket.
Regarding the partition, the team has concluded that the best design is the 3-Wall option, whose simple dimensions are 130x165x92 inches. A conjugate heat transfer analysis was also completed recently through SimScale and according to the standards found online, the current design for the clean room is functional and suitable in regard to the internal air velocity. 
The team has been able to assess and restore the printer to be functional. This issue has caused the team to get behind in progress as the unforeseen challenges have taken a significant amount of time to solve. Having repaired module two, the team is now able to print parts without the wavy surface finish. While presently the team is behind and low on printable powder, an order has been made, and the team’s progress will accelerate once the powder arrives. 
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Up to this point, the biggest portion of the team’s efforts has gone into commissioning the printer and its corresponding machines. Dr. Ciocanel informed the team that he had tried to operate the sieve but was asked for a password that he did not know. When the team operated the sieve, we encountered no such password restriction. Using the online manual, the team managed to get all the way through the sieve process up until starting the sieve. Metal powder was found inside the sieve, so the team didn’t feel it was safe to fully operate it until it was cleaned.
To clean the sieve, a wet separator must be used. The team was provided with one, but the previous year’s capstone team left water in it which has sat idle for several months. We have reached out to waste disposal personnel around NAU for the sake of finding a safe way to clean the separator to then be able to clean the sieve.
For the metal printer, the team has conducted a couple of diagnostic prints to test its capabilities. These include a few cubes based on the Gao Block [27] as well as a hollow, spherical mesh. The team has found that while the printer is functional, the vertical surfaces it produces are wavy. The cause of this defect is currently being investigated.
[bookmark: _Toc211885685][bookmark: _Toc215046377]Initial Printed Parts- Diagnostics and Results
The team has completed two initial diagnostic prints with the machine. All parts have been printed out of 316L stainless steel. The purpose of the initial test prints is to get the team familiar and confident in printer operation and handling procedures. The parts designed for printing are based on the Gao Block [28], a diagnostic part developed for additive manufacturing. This model features different geometries to understand the printers capabilities regarding overhang sensitivities, dimensional accuracy, surface roughness, and more. The first test print focused only on printing a single diagnostic block that measures 20mm x 20mm x 20mm in volume. The following figure shows the geometries of the block in the slicer software. The purple body underneath the block is a baseplate the part is printed on as recommended by the previous capstone team.
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Figure 56: First Diagnostic Block
The first test print was completed without significant challenges. The final part, however, has some issues with the print quality which the team suspects is caused by user error. There are visible waves on the vertical surfaces that should be flat, which the team believed was caused by the poor quality of the build plate.
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Figure 57: Initial Test Print Results
The second test print included two smaller diagnostic blocks and a lattice sphere. The purpose of the smaller blocks is to see if the team can determine the cause of the reduced print quality and test the differences between using a generated support and a baseplate. The decision to print a lattice sphere was based on wanting to provide the Idea Lab with an interesting part to show at an upcoming event. The part was designed to highlight the capabilities of additive manufacturing and the new ability for the Idea Lab to manufacture very complex geometries using metal. 
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Figure 58: 2nd Test Print Results

[bookmark: _Toc211885686][bookmark: _Toc215046378]Idea Lab Printer Partition
Lastly, there is the design and building of a safe room. Presently, the bordering walls have been designed through 80/20, and research is being conducted into how to approach the building of the roof. This includes finding potential filter fans to use [12] and reviewing a previous capstone team’s creation of a clean room [11].
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Figure 59: All Printed Parts to Date (11/26)
The team has been working hard to make sure the printer is operating properly. The only module that was functional (module 3) produced parts with print defects (wavy vertical surfaces). These print defects took time and effort to diagnose, and the team had to find a solution to ensure the printer can print reasonable parts. After determining that the ball screw for the build chamber was damaged, the team disassembled module 1, which was not functional due to a broken ball screw nut, and used some components to repair module 2. After completing this, the team was able to produce its first acceptable parts. There were no structural or cosmetic print defects that could be found. This allows the team to move forward and print the topology optimized designs for the hip bracket and RC car steering knuckle. These components will be used in the team’s 2nd prototype presentation. 
The part on the bottom of the above figure is a coaster printed for Dr. Ciocanel. The printer was still having issues with the print quality, and it is obvious. The team did not have enough material to print the entire part, so the coaster was unfinished. Dr. Ciocanel was very disappointed and frustrated with the team. This instigated the change to update him weekly and suggest alternative rather than doing as he says, no questions asked. The geometries of the coaster are not optimized for any print orientation, leading to significant issues in the printing process. For the future the team will be vocal about these concerns instead of exclusively pushing to meet deadlines and requirements. 
On the left build plate, many diagnostic parts are shown as the team printed several builds attempting to diagnose the issues with print quality. Now that the printer has been fixed and validated, the team will be capable of printing parts as the initial topology optimized designs have been printed. 
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[bookmark: _Toc211885690][bookmark: _Toc215046383]Appendix B: Hip Abduction Bracket Force, Shear, and Moment Matlab Script for Initial Calculations
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Criteria Weight 2-Wall, 86" | 2-Wall, 92" | 3-Wall, 86" | 3-Wall, 92"

Safety 5 - - 5 ++
Cost 2 + + = =
Ease of

Construction @ B B = +
Sum of (+) 2 2 9 14
Sum of (-) 14 9 2 2
Totals -12 -7 7 12
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Gl Hanging Excavator
Criteria Goal Potted Plant Crane Hook Stick
Complexity Moderate High Low Moderate

Fits Print Yes No Yes Yes
Volume
Topology 4 .
Optimization High Moderate Low High
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Potential El=E Lo EEs L
Engineering Yes No Yes Yes

Application
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Budget As needed
ltem Cost ($) |[Amount |Total ($) |Supplier Notes
Uline Industrial Nitrle Gloves 1299 2] 2598 Amazon
Mask Fiters 1977 1] 19.77|Amazon
NG5 sk w/ air valve 1959 1] 79.96|Amazon
Disposal Drums 13999 1] 139.99|Amazon For removal of waste
Hose 27.99| 1] 27.99]Amazon
316steel square stock 17 46 1] 17.46]0nline metals
Cartridge Filter Contact for Quote Need to changed few month
Fine Dust Filter Contact for Quote Need to changed few month
15" Tri-Clamp Butterfly Valve 5099 1] 5099]Amazon
Ti powder (Truform64/ELL
Ti-67AL-4V)- 5kg 1 Linde |We need Ti powder as one of the primary printing materials for our additive manufacturing experiments.
3-Wall 92" Partition 4592 36| 1] 4592.36]50/20 |We need this partition to create a safe and enclosed workspace for metal powder handling and printing operations.
Fan Filters gl 4 3792] [We need fan filters to maintain clean air circulation and prevent fine metal powder from spreading during printing
RC Excavator 3399 1] 33.99[Amazon
RC Car 59.99| 1] 59.99|Amazon
Travel 100] 100]
316steel powder- 5kg 1 Linde [We need 316 stainless steel powder as one of the primary printing materials for our additive manufacturing experiments
V-shape Rubber blade 30| 20| 600[wink 3d [We need the Y-shape rubber blade for the recoater mechanism in the metal 3D printer to evenly spread powder layers.
mineral oil 28.95] 1] 28.95/Amazon [We need mineral oil for machine maintenance
Titanium Plate 250) 2] 500{Online metals [We use the titanium plate as a build substrate for Titanium powder
end mill 1021] 1] 1021] [We need the end millfor post-processing printed parts to achieve precise dimensions and surface finish.
Dial Indicator with Magnetic Base 3199 1 3199 measure small displacements and geometric deviations
Total 10200.52|
Fundraising
Goal $300
Current Raised Amount $10
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item [Cost () |Amount [Total ($) |Supplier [Vendor Part Number _|Manufacturer Part Number
Uline Industrial Nitre Gloves 29| 2] 2598]Amazon /A /A

Mask Fiters 19.77] 1| 19.77]Amazon WA WA

NG5 Mask w/ air valve 1999 4] 79.96|Amazon WA WA

Disposal Drums 13999 1| 139.99[Amazon A A

Hose 27.99] 1] 2799 Amazon

316steel square stock 17.48| 1] 17.46|Online metals 2210[N/A

15" Tri-Clamp Butterfly Valve 5099 1] 5099[Amazon /A |ASIN: BOC22HFYMG
Ti powder (Truform64/ELL

Ti-67AL-4V)- 5kg 1 Linde

3-Wall, 92" Partition 4592 36 1] 459236]50/20

Fan Fiters 9ag] 4 3792]

316steel powder- 5kg 1] Linde

Y-shape Rubber blade 30| 20| 600|wink 3d /A /A

mineral oil 28 95| 1] 28 95|Amazon /A /A

Titanium Plate 25| 2| 500|Online metals 26523[N/A

end mill 1021] 1| 1021[All Industrial 25215374]EDP 48396

Dial Indicator with Magnetic Base 3199 1 3190wro /A 4401-0017

Total 10009.54]
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Budget: As needed

[tem Cost (3) [Amount_[Total (3) [Supplier
Uline Industrial Nitrile Gloves 12.99 2 25.98|Amazon
Mask Filters 19.77 1 19.77{Amazon
IN95 Mask w/ air valve 19.99 4 79.96|Amazon
Disposal Drums 139.99 1 139.99|Amazon
Hose 27.99 1 217.99|Amazon
316steel square stock 17.46 1 17.46|Online metals
Ti square stock 1 Online metals
Cartridge Filter Contact for Quote
Fine Dust Filter Contact for Quote
Rubber Coater Blades Contact for Quote
1.5" Tri-Clamp Butterfly Valve 50.99 1 50.99|Amazon
Bronze 232.95 1 232.95|MSE
Ti 472.95 1 472.95|MSE
3-Wall, 92" Partition 3600.02 1 5000/80/20
RC Excavator 39.99 1] 39.99|Amazon
RC Car 59.99 1 59.99|Amazon
Travel 100 100
Total 6268.02
Fundraising
Goal $300
Current Raised Amount $0
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% Riley Shepard

%  ME476C- Mathematical Modelling 1

% Hip Abduction Force and Shear calculations

B R AT HHAIHAIIIAIINN
% Some known values

AppTorque = 12; % Torque applied by motor [Nm]

r_bracket = 6.844; % Distance from motor axis to bolt center [m]
A= pi*2.972; % X-sec area of M3 bolt [mm~2]

UTS = 517e6; % Ultimate tensile strength

%% Calculate applied force and resultant shear stress in bolts
F = r_bracket*AppTorque; % [N]
tau = ((0.5°F)/(2%A))/2; % Shear stress on single bolt [Mpa]

%% Calculate Ultimate shear stress of single bolt
HRC = 41; % Rockwell Hardness from McMaster

HB = 11.158"HRC-79.6;

Sigma_b = (HB+25)/0.3;

Uss = 0.6"signa_b-25; % [MPa]

%% Calculate Axial Force and Bending Moment about Pivot

r_axis = 0.06; ¥ Distance from motor axis to pivot [m]

F_a = r_axis*AppTorque; % Axial Load on pivot [N]

F_aa = (r_axis-r_bracket)*AppTorque; % Force acting at lower bracket [N]
M_a = (r_axis-r_bracket)*F_aa; % Bending moment about pivot point [Nm]
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% Erik Leon

% ME476C - Mathematical Modeling 1

% RC Excavator Stick Angular Moment and Stress Calculations

%%%6% %% %6 %% 6 %% 6 %% 6% R 5]
%Clear previous results

clc; clear; close all;

% Estimated Values
BucketWidth = .03; %m
BucketLength = .025; %m
BucketDepth .015; %cm
SandDensity = 1750; %kg/m*3
ArmLength = .15; %m
StickLength = .0675; %m
ExcavatorMass = .545; %kg
ArmMass = .1635; %kg
Velocity = 30; %rpm

%% Calculate Torque at Boom-Stick Connection
Load = (pi*BucketDepth~2)*BucketLength+BucketWidthxSandDensity*9.8; %Result in Newtons
t = StickLengthkLoad; %Result in Nxm

%% Calculate Max Momentum from Cab
Momentum = ((pixBucketDepth~2)+BucketLength+BucketWidthxSandDensity)/(Velocity+2#pix(1/60)*ArmLength) %Result in kg#m/s




